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2002
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A
Absorbent blankets 5.1.10, 5.1.11
Absorbent curtains 5.1.0, 5.1.7
Access
Access to buildings 4.1
Accessible entrances 4.1.7-4.1.9
Accessible routes 4.1.3-4.1.6
Alterations and extensions 4.1.10
Car parking 4.1.1, 4.1.2
Access within buildings 4.2.0
Alterations and extensions 4.2.11
Between storeys in a dwelling 4.2.7, 4.2.8
Common areas 4.2.1-4.2.5
Limited accommodation on entrance storey 4.2.10
Sanitary facilities 3.12
Split level storeys 4.2.9
Within a storey of a dwelling 4.2.6
Practical replacement of materials and components 0.8.1
Solid waste storage 3.25.3
Access balconies see Balconies
Access decks
Definition appendix A
Escape routes 2.9.5, 2.9.6
Fire-fighting lifts 2.A.7
Impact sound transmission 5.1.1
Openable ventilators 2.14.3
Protected lobbies 2.9.19
Protected routes of escape 2.0.2
Resistance to fire 2.B.Table
Travel distances 2.9.2
Access hatches
Cavity barriers 2.4.6
Fire resisting ceilings 2.4.3
Safe cleaning of rooflights 4.8.3
Access routes 2.12.2
Accessible entrances see Entrances
Accessible toilets 3.12.3-3.12.5
Entrance level accommodation 4.2.10
Accidents
Disproportionate collapse 1.0.1, 1.2.0, 1.2.1-1.2.3
Risks 4.8
Accreditation of installers 0.8.3
Activity space
Apartments 3.11.1
Height 3.11.4
Kitchens 3.11.3
Sanitary facilities 3.12.3
Agricultural buildings
Effluent tanks 0.3.2 Schedule 1
Exempted works 0.3.2 Schedule 1
Agriculture, Definition appendix A
Air admittance valves 3.7.8
Air breaks 4.9.3
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Air changes 3.14.0
Garages 3.14.11
Air for combustion 3.21
Air conditioning and mechanical ventilation 6.6.0
Environment 3.14.2, 3.14.8
Control of legionellosis 3.14.9
Mechanical aids 3.14.10
Passive stack ventilation 3.14.6
Trickle ventilators 3.14.5
Inspection and commissioning of systems 6.7.1
Responsibility to inspect and advise 0.17
Written information for occupiers 6.8.1
Air for cooling 3.22
Air infiltration 3.0.1, 6.2.0, 6.2.4
Alterations to the building fabric 6.2.6, 6.2.9, 6.2.10
Conservatories 6.2.11
Carbon dioxide emissions 6.1.2, 6.1.6
Communal areas 6.1.5
Air paths 5.1.0
Airborne sound 5.1.0
Performance values 5.1.12
Transmission 5.1.0, 5.1.1
Alarms see Smoke alarms
Alterations
Access within buildings 4.2.11
Accessible entrances 4.1.10
Alternative fire safety measures 2.0.6
Definition of building appendix A
Energy 6.0.2
Carbon dioxide emissions 6.1.7
Compensatory approach - heat loss example 6.B.0
Conservatory added to existing building 6.2.6
Extensions to insulation envelope 6.2.8, 6.2.9
Heating systems 6.3.12
Measuring fuel consumption 6.10.2
Written information 6.8.2
Environment
Facilities 3.11.5
Toilets 3.12.5
Exempt work and existing buildings 0.3.1
Served by existing boiler 4.9.5
Significant changes of use or occupation 0.4.1
Works not requiring warrant 0.5.1
Alternative exits
Basements 2.9.23
Houses 2.9.28
Definition appendix A
Flats entered on accommodation level 2.9.9
Flats entered from above accommodation level 2.9.11
Flats entered from below accommodation level 2.9.10
Houses 2.9.32
Maisonettes 2.9.12
Protected routes of escape 2.0.2
Travel distances in buildings containing flats or maisonettes 2.9.2
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Alternative solutions 0.1.5
Fire 2.0.6
Structural design 1.0.4
Aluminium, Structural work 1.1.3
Ancient monuments controlled by other legislation 0.3.2 Schedule 1
Ancillary buildings
Airborne sound transmission 5.1.1
Energy
Carbon dioxide emissions 6.1.8
Conservatories and stand-alone buildings 6.2.11
Energy performance certificates 6.9.4
Heating 6.0.2
Fire resistance duration of external walls 2.6.1
Flats and maisonettes 0.3.2 Schedule 1
Houses 0.3.2 Schedule 1
Small buildings structural guidance, Masonry walls 1.D.39
Works not requiring warrant 0.5.1
Ancillary parts of a building 0.2.2
Energy performance certificates 6.9.1
Apartments
Access to sanitary accommodation 3.12.4
Alterations and extensions 3.11.5
Definition appendix A
Furniture to be accommodated 3.11.1, 3.11.2
Ventilation provision 3.14.2
Appliance compartments 3.21.1, 3.22.1
Definition appendix A
Appliances, Replacement not requiring warrant 0.5.2 Schedule 3
Archaeological areas controlled by other legislation 0.3.2 Schedule 1
Area measurement 0.7.2 Schedule 4
Energy 6.0.10
Fire 2.0.7
Ventilation 3.14.1
Artificial lighting see Lighting
Assembly buildings, Definition appendix A
Atrium heat transfer 6.0.8
Attic spaces
Changes of use or occupation 0.4.1
Compensatory approach - heat loss example 6.B
Automatic doors 4.1.8
Automatic fire detection
Alternative fire safety measures 2.0.6
Hold open devices 2.2.9
Smoke control in corridors 2.9.17

B

Back-entry appliances 3.20.11
Balanced flue works not requiring warrant 0.5.2 Schedule 3
Balanced supply and extract ventilation 3.14.10
Balconies
Cleaning windows 4.8.3, 4.8.4
Escape routes 2.9.5, 2.9.6
Fire-fighting lifts 2.A.7
Flights not needing landing 4.3.6
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Interpretation for fire safety 2.0.2
Number of rises 4.3.4
Openable ventilators 2.14.3
Operating space for high reach appliances 2.12.3
Protected lobbies 2.9.19
Travel distances 2.9.2
Basement storeys
Definition appendix A
Disproportionate collapse 1.2.1, 1.2.3
Emergency lighting 2.10.3
Escape 2.9.23
Houses 2.9.28
Limits of fire safety guidance 2.0.1
Basements
Escape 2.0.2, 2.9.23
Houses 2.9.28
Resistance to moisture from ground 3.4.7
Sanitary appliances below flood level 3.7.2
U-value calculations 6.0.3
Bathrooms
Removal of combustion products 3.20.5, 3.20.6
Sanitary accommodation 3.12.3
Socket outlets 4.5.4
Trickle ventilators 3.14.5
Ventilation provision 3.14.2
Works not requiring warrant 0.5.1
Bed and breakfast 0.2.2
Bed space 3.11.1
Bedrooms
Furniture to be accommodated 3.11.1
Removal of combustion products 3.20.5, 3.20.6
Biomass fuel storage 3.23.4, 3.24.4
Biomass heating
Carbon dioxide emissions 6.1.2, 6.1.6
Conversion of historic buildings 6.2.7
Fuel storage 3.23.4, 3.24.4
Blind see Disabled people
Boiler interlocks 6.3.8
Boundaries
Biomass fuel storage 3.23.4
Definition appendix A
Exceptions to exempted classes 0.3.2 Schedule 1
External wall cladding 2.7.1
Fire spread from neighbouring buildings 2.8.0, 2.8.1
Fire spread to neighbouring buildings 2.6
Location of infiltration fields 3.9.5
LPG fixed tanks 4.11.2
Oil storage tanks 3.23.1
Separation between flue outlet and boundary 3.20.18, 3.20.19
Surface water discharge 3.6.3
Works not requiring warrant 0.5.2 Schedule 3
Branch pipes
Fire stopping 2.2.9
Sanitary pipework 3.7.1
Works not requiring warrant 0.5.2 Schedule 3
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Breather membranes
Roofs 3.10.8, 3.15.7
Walls 3.10.5
Bridges
Exceptions in the Act 0.2.1
Exempted works 0.3.2 Schedule 1
British Standards
Alternative solutions 0.1.6
Fire tests 2.0.5, 2.B.2, 2.C.2, 2.D.2
Fitness of materials 0.8.4
References appendix B
Standards of workmanship 0.8.3
Structural Eurocodes 1.0.4
Brownfield sites 3.0.1
Surface water drainage 3.6.4
Buffering effects 6.0.6
Building services see Services
Building sites
Definition appendix A
Footpath clearance 0.14.1
Protective works 0.13.1
Securing 0.15.1
Buildings, Definition appendix A

C
Cables
Exceptions to exempted classes 0.3.2 Schedule 1
Fire stopping 2.2.9
Canopies 2.D
Common entrances 4.1.8
Works not requiring warrant 0.5.1
Car parking 4.1.2
Flats and maisonettes 4.1.1
see also Vehicle parking
Car parks
Definition of open-sided car park appendix A
Emergency lighting 2.10.3
Energy
Heated 6.0.2
Unheated 6.0.6
Impact sound transmission 5.1.1
Car ports, Risk of disproportionate collapse 1.2.3
Caravans, Exempted works 0.3.2 Schedule 1
Carbon dioxide emissions 6.0.1, 6.1
Conversion of historic buildings 6.2.7
Energy performance certificates 6.9.1
Carbon monoxide 3.0.1
Hazards associated with heating and cooking 3.20.0
Care service regulation 2.0.4
Caretakers’ flats 0.2.2
Office buildings 0.1.6
Carports
Definition appendix A
Exempted works 0.3.2 Schedule 1
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Catchpits 3.23.3, 3.24.3
Catwalks
Cleaning windows 4.8.3
Limits of fire safety guidance 2.0.1
Caulking junctions 5.1.5-5.1.11
Cavities 2.4.0
Division 2.4.2
External wall cladding 2.6.4
High rise domestic buildings 2.A.3
Junctions 2.4.7, 2.7.1
Limiting thermal bridges or gaps 6.2.3, 6.2.4
Sound transmission 5.1.0, 5.1.6
Cavity walls 5.1.5, 5.1.8,5.1.9
Floor with timber base with floating layer 5.1.10
Solid masonry between isolated panels 5.1.6
Timber frame wall type 5.1.7
Wall construction and condensation 3.10.6
Wall constructions and precipitation 3.10.4, 3.10.5
Cavity barriers 2.4.1, 2.4.2
Air leakage of insulation envelope 6.2.4
Combustibility 2.4.4
Definition appendix A
Fire resisting ceilings as alternative 2.4.3
High rise domestic buildings 2.A.3, 2.A.4, 2.A.5
Junctions 2.4.7
Openings and service penetrations 2.4.6
Resistance to fire 2.B.Table
Resisting sound transmission with constructions 5.1.6, 5.1.7
Supporting structure 2.4.5
Ventilation of wall cavities 3.10.6
Cavity fill, Wall constructions and precipitation 3.10.1, 3.10.3
Cavity walls
Energy
Extensions to insulation envelope 6.2.8
Sealing gaps 6.2.4
Fire
Cavity barriers 2.4.1, 2.4.2, 2.4.7
High rise domestic buildings 2.A.3, 2.A.4, 2.A5
Interstitial condensation 3.10.6
Resistance to precipitation 3.10.1, 3.10.3
Small buildings structural guidance
Explanation of cavity width 1.A.3
Masonry walls
Wall ties 1.D.17, 1.E.29
Width 1.D.8
Timber frame walls 1.E.7
Sound transmission 5.1.0, 5.1.5
Flanking transmission 5.1.2
Junctions with other specified wall types 5.1.4, 5.1.7
Junctions in specified floor types 5.1.8, 5.1.9, 5.1.11
CE marking 0.8.1
Ceiling voids
Cavity barriers 2.4.2
Sprinkler systems 2.15.2, 2.A.8
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Ceilings
Energy
Creating rooms in roof space 6.B
Extending insulation envelope 6.2.5
Environment
Flue-pipes 3.18.5
Pitched roofs and condensation 3.15.7
Pitched roofs and resistance to precipitation 3.10.8
Fire
Assessment of linings 2.5.2
Surface spread of flame 2.C.Table
Thermoplastic materials 2.5.4, 2.5.5, 2.5.7
Fire resisting
Alternatives to cavity barriers 2.4.3, 2.4.4, 2.4.6
Resistance to fire 2.B.Table
Openings and service penetrations 2.2.9
Use of thermoplastic materials 2.5.5
Noise 5.1.8-5.1.11
Junctions 5.1.4-5.1.7
Small buildings structural guidance, Collared roofs 1.F.13
Central monitoring units 2.11.2
Change of use 0.4.1
Chases 5.1.4,5.1.5
Small buildings structural guidance, Masonry walls 1.D.33
Chest of drawers space 3.11.1
Chimney-stacks, Definition appendix A
Chimneys 3.18.0-3.18.2
Carbon dioxide emissions 6.1.3
Definitions
Chimney appendix A
System chimney appendix A
Explanation of terms 3.18.0
Fire resistance duration of separating walls or floors 2.2.9
Flue-liners 3.18.6
Masonry 3.18.3
Combustible materials 3.19.1
Metal 3.18.4
Combustible materials 3.19.3
Location 3.20.14
Protection 3.20.7
Openings in protected routes of escape 2.9.26
Removal of combustion products 3.20.1-3.20.4
Small buildings structural guidance
Masonry walls 1.D.43
Providing restraint 1.D.29
Sound transmission and service penetrations 5.1.8-5.1.11
Works requiring warrant 0.5.2 Schedule 3
Chutes see Waste chutes
Circuits
Boiler controls 6.3.8
Extra-low voltage 4.5.2
Operating above low voltage 4.5.3
Protected circuits and escape lighting 2.10.1, 2.10.2
Smoke alarms 2.11.2
Works not requiring warrant 0.5.2 Schedule 3
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Circulation areas 4.2.0
Collisions with projections 4.8.1
Interpretation for fire safety 2.0.2
Smoke alarms 2.11.2
Claddings
Cavities 2.4.2,2.4.7
High rise domestic buildings 2.A.3
Fire spread 2.7.1
High rise domestic buildings 2.A.4, 2.A.5
Neighbouring buildings 2.6.4-2.6.6
Rainscreen cladding and overcladding 2.0.2
Replacement not requiring warrant 0.5.2 Schedule 3
Resistance to precipitation 3.10.1, 3.10.5
Resisting sound transmission with constructions 5.1.7
Cleaning see Maintenance
Cleared sites 0.10.1
Climate change
Condensation 3.15.0
Energy 6.0.1
Flooding and ground water 3.3
Long term dampness 3.4.0
Surface water 3.6.0
Climatic conditions
New building impacting on existing 1.1.5
Structural design 1.0.1, 1.0.2
Cold deck roofs 3.10.7, 3.15.3
Collapse 1.0.2,1.1.0
see also Disproportionate collapse
Collisions
Vision panels preventing 4.1.8
With glazing 4.8.2
With projections 4.8.1
Combination of uses (Domestic and non-domestic) 0.1.6
Combustible materials 3.19.0
Fireplace recesses 3.19.9
Flue-pipes 3.19.4
Gas-fired appliances 3.19.7
Hearths 3.19.8
Masonry chimneys 3.19.1
Metal chimneys 3.19.3
Oil-firing appliances 3.19.6
Solid fuel appliances 3.19.5
System chimneys 3.19.2
Combustion appliance installations 3.17.2
Exceptions to exempted works 0.3.2 Schedule 1
Large installations 3.17.1
Small installations 3.17.3
Works not requiring warrant 0.5.2 Schedule 3
Combustion appliances 3.17.0
Air for combustion 3.21.1
Air for cooling 3.22.1
Bathrooms and bedrooms 3.20.5, 3.20.6
Combustible materials 3.19.0
Definitions
Decorative fuel-effect gas appliance appendix A
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Open-flued appliance appendix A
Room-sealed appliance appendix A
Extract fans 3.17.8
Labelling 3.17.7
Combustion products removal 3.20.0
Bathrooms and bedrooms 3.20.5, 3.20.6
Chimneys and flue-pipes 3.20.1-3.20.4
Flue outlets 3.20.17-3.20.19
Flues 3.20.8-3.20.13
Location of metal chimneys 3.20.14
Protection of metal chimneys 3.20.7
Terminal discharges 3.20.15, 3.20.16
Commissioning service systems 6.7
Common accesses 4.2.1
Corridors 2.2.2
Door entry systems 4.6.3
Floor surfaces 4.2.2
Light switches 4.6.2
Limiting air infiltration 6.2.4
Lobbies accessible to disabled 4.2.3
Common ventilating ducts 3.14.8
Communal occupations see Mixed occupations
Communal rooms 0.1.6
Building insulation envelope 6.2.1, 6.2.2, 6.2.10
Carbon dioxide emissions 6.1.5
Limits of fire safety guidance 2.0.1
Travel distances 2.9.2
Communal solid waste storage 3.25.2
Compartment floors, Definition appendix A
Compartment walls
Definition appendix A
Small buildings structural guidance, Masonry walls 1.D.6, 1.D.7
Compartments
Definitions
Appliance compartment appendix A
Compartment appendix A
Compartment floor appendix A
Compartment wall appendix A
Sub-compartment appendix A
Sub-compartment wall appendix A
Compensatory approach 6.B
Completion certificates 0.2.1
Compliance, Alternative methods 0.1.4
Component selection and use 0.8.1
Composite steel and concrete construction 1.1.3
Concentrated loads 1.0.2
Concrete
Base for LPG cylinders 4.11.3
Environment
Base for oil storage tank 3.23.2
Chambers for solid fuel combustion appliances 3.19.9
Flue liners 3.18.6
Resistance to moisture from ground 3.4.2, 3.4.3
Roof constructions and precipitation 3.10.7
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Noise
Floors 5.1.8,5.1.9
Mass 5.A.4
Walls 5.1.4-5.1.6
Structural work 1.1.3
Disproportionate collapse 1.2.1, 1.2.5
Condensation 3.15
Building insulation envelope 6.2.1, 6.2.4
Humidity control 3.15.2
Location of metal chimneys 3.20.14
Oversized flue-pipes 3.18.5
Roofs 3.10.1, 3.10.7, 3.15.3, 3.15.6, 3.15.7
Walls 3.10.6
Condensing boilers 6.3.1, 6.3.12
Conservatories
Definition appendix A
Energy 6.0.2
Carbon dioxide emissions 6.1.7, 6.1.8
Energy performance certificates 6.9.2, 6.9.4
Extensions to insulation envelope 6.2.8
Heating systems 6.3.13
U-values 6.2.6, 6.2.8, 6.2.11
Environment
Over existing window or ventilator 3.14.7, 3.16.2
Resistance to precipitation 3.10.4
Ventilation 3.14.3
Exempted buildings 0.3.2 Schedule 1
Fire
Below escape windows 2.9.4
Calculation of unprotected areas 2.6.3
Flights not needing landing 4.3.6
Landings serving outward opening glazed doors 4.3.8
Number of rises 4.3.4
Risk of disproportionate collapse 1.2.3
Construction
Definition appendix A
Essential requirements 0.9.1
Fire safety 2.0.4
New building impacting on existing 1.1.5
Noise 5.0.2, 5.0.4
Workmanship 0.8.3
Construction and development buildings, Exempted classes 0.3.2 Schedule 1
Construction Products Directive 0.8.1
Definition appendix A
Fire tests for construction products 2.0.5, 2.C.3
References appendix B
Use of European Standards 0.1.2
Constructional hearths see Hearths
Consulting rooms 0.2.2
Carbon dioxide emissions 6.1.1
Contamination
Farm effluents 3.26.1
Land 3.1
Wastewater infiltration systems 3.9.1
Water 3.0.4, 3.24.0
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Continuing requirements 2.15.1
Continuously operating mechanical extract ventilation 3.14.10
Control centres, Exempted works 0.3.2 Schedule 1
Controls
Access to manual controls 4.8.5
Heating systems 6.3.8-6.3.13
Carbon dioxide emissions 6.1.2
Passenger lifts 4.2.5
Unvented hot water storage systems 4.9.2
Works not requiring warrant 0.5.2 Schedule 3
Convector heater works not requiring warrant 0.5.2 Schedule 3
Conversions 0.4.1
Appraisal of existing structures 1.0.1
Definitions
Building appendix A
Conversion appendix A
Emergency luminaires 2.10.2
Energy 6.0.2
Carbon dioxide emissions 6.1.7
Compensatory approach - heat loss example 6.B.0
Extensions to insulation envelope 6.2.10
Heated buildings 6.2.6
Heating systems 6.3.12
Historic buildings 6.2.7
Unheated buildings 6.2.5
Incorrect drainage connections 3.7.6
Metal roof finishes 3.15.3
Sound insulation construction
Performance testing approach 5.1.12
Specified 5.1.3,5.1.10
Standards to be met 0.12.1
Cookers 3.11.3
Cooling
Air conditioning and mechanical ventilation 6.6.1
Inspection and commissioning of systems 6.7.1
Cooling air see Air for cooling
Corridors
Access within buildings 4.2.1, 4.2.4, 4.2.6
Flats and maisonettes
Fire service facilities 2.14.3
Smoke control 2.9.17
Smoke detection 2.9.19
Council for Registered Gas Installers 3.17.6
Counter battens 3.10.5, 3.10.8, 3.15.7
Courtyards 2.0.2
Covered areas
Ancillary to houses 0.3.2 Schedule 1
Definition appendix A
Cupboards
Lockable doors and fire 2.2.9
Metal chimneys 3.18.4
Oil-firing appliances for bathrooms and bedrooms 3.20.5
Protection of metal chimneys 3.20.7
Curtilage
Ancillary to houses 0.2.2, 0.3.2 Schedule 1
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Definition appendix A
Exceptions to exempted works 0.3.2 Schedule 1
Works not requiring warrant 0.5.1

D

Damp-proof courses
Chimneys and flue-pipes serving solid fuel appliances 3.20.2
Combustible materials and chimneys 3.19.1
Damp-proof membranes 3.4.2
Dangerous substances see Harmful or dangerous substances
Dead loads
Calculation 1.1.2
Definition appendix A
Floors and roofs 1.F.6
New building impacting on existing 1.1.5
Deafening 5.1.0, 5.1.10, 5.1.11
Decking works not requiring warrant 0.5.2 Schedule 3
Decorative fuel-effect gas appliances
Air for combustion 3.21.4
Definition appendix A
Flue size 3.20.10
Definitions appendix A
Deformations 1.0.2,1.1.0
Demolition 0.2.1, 0.10.1
Exempted buildings and works 0.3.1
Works not requiring warrant 0.5.1
Density of masonry units, Sound insulation 5.A
DER see Carbon dioxide emissions
Development buildings see Construction and development buildings
Different occupations
Definitions
Different occupation appendix A
Land in different occupation appendix A
Energy 6.1.4
Fire 2.2.1
Measurement of parts of buildings 2.0.7
Self-closing fire doors 2.2.9
Differential movement
Fire stopping 2.2.9
Small buildings structural guidance, Timber frame walls 1.E.50
Direct sound transmission 5.1.0
Directions of travel 2.9.2
Directives see Construction Products Directive; European Union
Disabled people
Access statements 4.0.1
Access within buildings 4.2.3, 4.2.5, 4.2.8
Accessible routes 4.1.3
Accessible thresholds 4.1.9
Activity spaces 3.11.3
Car parking 4.1.1
Collisions with projects 4.8.1
Definition appendix A
Enhanced apartments 3.11.2
Entrance level accommodation 4.2.10
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Handrails 4.3.14
Liveability 3.12.0
Protective barriers 4.4.1
Provision of sanitary accommodation 3.12.0, 3.12.3
Provision of sanitary facilities 3.12.3, 3.12.5
Ramp landings 4.3.13
Risers and treads 4.3.5
Stair landings 4.3.6, 4.3.7
Stairlifts 4.3.3
Temporary waiting spaces 2.9.18
Discharges of steam or hot water 4.9.0, 4.9.3-4.9.5
Unvented hot water storage 4.9.1-4.9.3
Warnings not to be impeded by insulation 6.4.2
Disconnecting chambers 3.7.4
Display lighting, Energy efficiency 6.5.1
Disproportionate collapse 1.2
Building risk groups 1.2.3
Explanation of terms 1.2.1
Distances see Boundaries; Separation distances
Docks, Exempted buildings 0.3.2 Schedule 1
Domestic buildings
Changes of use or occupation 0.4.1
Definition appendix A
Door entry systems 4.6.3
Common entrances 4.1.8
Doors
Definitions
Emergency door appendix A
Fire door appendix A
Protected door appendix A
Self-closing fire door appendix A
Energy
Building insulation envelope 6.2.2
Carbon dioxide emissions 6.1.2
Compensatory approach - heat loss example 6.B.1
Draught stripping for conservatories 6.2.11
Thermal bridging and alterations 6.2.10
Trade-off for openings in the Elemental Method 6.C.1
U-value calculations 6.0.3, 6.0.6, 6.2.1, 6.2.6, 6.2.11
U-values and alterations 6.2.8
Environment
Contribution to ventilation of garages 3.14.11
Natural lighting provision 3.16.1
Fire
Access for fire service personnel 2.12.4, 2.14.2
Across escape routes 2.9.14
Resistance to fire 2.B.Table
Safety
Accessible entrances 4.1.7
Accessible thresholds 4.1.9, 4.2.4
Collisions with projections 4.8.1
Common areas 4.2.3,4.2.4
Common entrances 4.1.8, 4.6.3
Glazed 4.1.8,4.3.8,4.8.1,4.8.2
Glazed side panels mistaken for doors 4.8.2
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Landings serving outward opening doors 4.3.8
Number of rises 4.3.4
Obstructions on landings 4.3.6
Swing and ramp landing 4.3.13
Swing and stair landings 4.3.1
When landings to a flight not required 4.3.6
Works not requiring warrant 0.5.2 Schedule 3
see also Entrances; Fire doors
Doorways
Access within buildings 4.2.4, 4.2.7
Headroom and escape 2.9.8
Dormers 6.2.5
Double glazing see Glazing
Down lighters 5.1.10
Drainage systems
Replacement not requiring warrant 0.5.2 Schedule 3
see also Site drainage; Surface water drainage; Wastewater drainage
Drains
Exceptions to exempted works 0.3.2 Schedule 1
Existing 3.5
Sanitary pipework 3.7.1
Sealing disused 3.5.5
Draught diverters 3.20.12
Draught seals, Conservatories 6.2.11
Draught stabilisers 3.20.12, 3.21.2
Dry fire mains 2.14.2
Access for fire service personnel 2.12.4
Flats or maisonettes 2.12.1
Protected lobbies 2.14.1
High rise domestic buildings 2.A.7
Vehicle access routes 2.12.2
Drying clothes indoors 3.11.6, 3.14.0, 3.14.4
Ducted warm air heating 2.9.13
Ducts
Definition appendix A
Separation and service penetrations 2.2.9
External escape stairs 2.9.22
Resisting sound transmission 5.1.8-5.1.11
Works not requiring warrant 0.5.1
see also Ventilation
Dungsteads 3.26
Exceptions to exempted works 0.3.2 Schedule 1
Durability, Selection and use of materials and components 0.8.1, 0.8.2
Dwellings
Changes of use or occupation 0.4.1
Definition appendix A
Domestic and non-domestic buildings 0.1.6
Parts used in professional or business capacity 0.2.2
Parts used in a professional or business capacity, Energy performance certificates
6.9.1
Works not requiring warrant 0.5.1
Dynamic loads 1.0.2
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E

Eaves drop systems 3.6.1
Effluent tanks see Farm effluent tanks
Electric heaters
Carbon dioxide emissions 6.1.2, 6.1.3
Controls 6.3.9
Energy efficiency 6.3.3
Electric shocks 4.5.0
Electric storage heaters, Controls 6.3.9
Electrical installations
Exporting surplus electricity
Commissioning 6.7.0
Written information 6.8.0
Heating systems
Carbon dioxide emissions 6.1.2
Controls 6.3.9
Energy efficiency 6.3.3
Safety 4.0.4, 4.5, 4.6
Access to manual controls 4.8.5
Works not requiring warrant 0.5.2 Schedule 3
Electricity supply to national grid
Commissioning 6.7.0
Written information 6.8.0
Electromagnetic disturbances, Smoke alarms 0.8.1
Elemental Method 6.1.1, 6.1.6
Trade-off for openings 6.C.0
Elements of structure
Definition appendix A
Resistance to fire 2.B.Table
Supporting external walls 2.6.6
Structural fire protection 2.3.0, 2.3.1
Combustibility 2.3.2
Junctions 2.3.5
Openings and service penetrations 2.3.4
Supporting structure 2.3.3
Supporting protected routes of escape 2.9.25
Supporting separating walls or floors 2.2.8
U value calculations 6.0.3
Works not requiring warrant 0.5.2 Schedule 3
Emergency doors
Access for fire service personnel 2.12.4
Definition appendix A
Self-closing fire doors 2.2.9

Emergency lighting 2.10.3
High rise domestic buildings 2.A.6
Enclosing rectangle method 2.6.3
Energy 6.0
Advising users of air conditioning systems 0.17.1
Atria 6.0.8
Buffering effects on insulation envelope 6.0.6
Building insulation envelope 6.2
Calculation of areas 6.0.10
Carbon dioxide emissions 6.1
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Commissioning building services 6.7

Compensating U values for doors and windows 6.C

Compensatory approach heat loss example 6.B

Conservatories 6.0.2, 6.0.8

Content of annexes 6.0.9

Conversions 0.12.2 Schedule 6

Energy performance certificates 6.1.6, 6.9

Heating systems 6.3

Insulation envelope where transmittance ignored 6.0.5

Insulation of pipes and ducts 6.4.1

Insulation of vessels 6.4.2

Latest changes 6.0.11

Mechanical ventilation and air conditioning 6.6

Metering 6.10

Model energy performance certificate 6.E

Roofs that perform the function of a floor 6.0.7

SAP ratings 6.1.1, 6.1.2

Thermal conductivity 6.0.4

U-values 6.0.3

Written information 6.8
Energy performance certificates 6.1.6, 6.9

Model form 6.E
Enforcement role of local authorities 0.1.3
Entertainment buildings, Definition appendix A
Entrances

Access for fire service personnel 2.12.4

Accessible 4.1.7

Alterations and extensions 4.1.10
Porches 0.3.1

Accessible thresholds 4.1.9

Common 4.1.8

Door entry systems 4.6.3

Fire service access 2.12.1, 2.14.2
Environment 3.0.1

Combustion appliances 3.17-3.22

Condensation 3.15

Conversions 0.12.2 Schedule 6

Dungsteads and farm effluent tanks 3.26

Existing drains 3.5

Facilities in dwellings 3.11

Flooding and ground water 3.3

Fuel storage 3.23, 3.24

Heating 3.13

Latest changes 3.0.3

Moisture from the ground 3.4

Natural lighting 3.16

Precipitation 3.10

Private wastewater treatment systems 3.8, 3.9

Relevant legislation 3.0.4

Sanitary facilities 3.12

Section 3 aims 3.0.2

Site preparation 3.1, 3.2

Solid waste storage 3.25

Surface water drainage 3.6

Ventilation 3.14



domestic | index | 2007

Wastewater drainage 3.7
Equipment
Exempted works 0.3.1
Provision 0.11.1
Works not requiring warrant 0.5.2 Schedule 3
Escalators
Limits of fire safety guidance 2.0.1
Works not requiring warrant 0.5.2 Schedule 3
Escape routes
Definitions
Escape route appendix A
Escape stair appendix A
External decking 0.5.2 Schedule 3
Flats and maisonettes 2.9.1-2.9.27
Houses 2.9.28-2.9.32
Impact sound transmission 5.1.1
Lighting 2.10.0-2.10.2
High rise domestic buildings 2.A.6
Location of LPG cylinders 4.11.3
Protected 2.0.2, 2.B.Table
Self-closing fire doors 2.2.9
Escape stairs
Basements 2.9.23
Combustibility 2.9.24
Definition appendix A
External 2.9.22
Fire service facilities 2.14.1
High rise domestic buildings 2.A.7
Mixed use buildings 2.9.16
Open risers 4.3.5
Protected lobbies 2.9.19
Protected zones 2.9.20
Self-closing fire doors 2.2.9
Smoke clearance 2.14.3
Temporary waiting spaces 2.9.18
Escape windows
Basement apartments 2.9.23
Houses 2.9.30
Basements 2.9.28
European Economic Area 0.8.1
References appendix B
European Standards 0.1.2
Chimneys and flue-pipes 3.18.0
Combustion appliances 3.17.8
Durability requirements 0.8.2
Fire tests 2.0.5, 2.B.3, 2.C.3, 2.D.3
References appendix B
Selection and use of materials and components 0.8.1, 0.8.4
Structural Eurocodes 1.0.4
European Technical Approvals 0.8.3
European Union
Directive on energy performance 6.0.1, 6.1.6, 6.9.0
Air conditioning 0.17.1
Directive on stand-alone buildings 6.0.2
Groundwater Directive 3.24.0
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Specification of construction products 0.8.1
Structural Eurocodes 1.0.4
Evacuation of high rise domestic buildings 2.A.8
Exempted buildings and works 0.3.2 Schedule 1
Small conservatories 6.2.11
Transitional arrangements 0.2.1
Exits
Buildings containing flats or maisonettes 2.9.1
Definitions
Alternative exit appendix A
Exit appendix A
Location of LPG cylinders 4.11.3
Expanded functional standards 0.1.2
Explosion doors 3.20.12
Explosions
Disproportionate collapse 1.2.3
LPG storage 4.11.0
Unvented hot water storage 4.9.0
Explosives manufacture and storage 0.3.2 Schedule 1
Exposure fire test 2.B.Table
Roof coverings 2.D.3
Extensions
Access within buildings 4.2.11
Accessible entrances 4.1.10
Definition of building appendix A
Energy 6.0.2
Carbon dioxide emissions 6.1.7
Compensatory approach - heat loss example 6.B.0
Conversion of heated building 6.2.6
Heating systems 6.3.12
Insulation envelope extended 6.2.8-6.2.10
Measuring fuel consumption 6.10.2
Environment
Facilities 3.11.5
Incorrect drainage connections 3.7.6
Over glazed openings 3.16.2
Resistance to precipitation 3.10.4
Toilets 3.12.5
Ventilators 3.14.7
Landings serving outward opening glazed doors 4.3.8
Served by existing boiler 4.9.5
Small buildings structural guidance
Foundations 1.C.5
Masonry walls 1.D.2
Single leaf construction of one storey 1.D.39
Timber frame walls 1.E.3
Differential movement 1.E.50
External areas 2.0.2
External walls
Definition appendix A
Fire
Cavities 2.4.2,2.4.7
Claddings 2.6.4, 2.7.1
External escape stairs 2.9.22
Fire spread 2.7.0
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High rise domestic buildings 2.A.3, 2.A.4, 2.A.5
Junctions of protected routes of escape 2.9.27
Protected zones 2.9.20
Resistance to fire 2.B.Table
Spread to neighbouring buildings 2.6
Noise
Flanking sound transmission 5.1.2
Junction with floors 5.1.8-5.1.11
Junction with walls 5.1.4-5.1.7
Small buildings structural guidance
Masonry walls 1.D.6, 1.D.7, 1.D.12
Timber frame walls 1.E.7
Thermal insulation requiring warrant 0.5.2 Schedule 3
Works not requiring warrant 0.5.2 Schedule 3
Extract fans see Fans

F

Factories
Definitions
Factory (Class 1) appendix A
Factory (Class 2) appendix A
False alarms 2.11.2
Fan-coil units, Energy efficiency 6.3.4
Fanned draught combustion appliances 3.18.2
Flue outlets 3.20.19
Fans 3.17.0, 3.17.8
Ventilation 3.14.2
Works not requiring warrant 0.5.2 Schedule 3
Farm buildings see Agricultural buildings
Farm effluent tanks 3.26
Fencing
Dungsteads and farm effluent tanks 3.26.3
Exceptions to exempted works 0.3.2 Schedule 1
Works not requiring warrant 0.5.2 Schedule 3
Field drains
Existing 3.5.1, 3.5.2
Ground conditions 3.3.1
Fill
Site preparation 3.1.1, 3.1.5, 3.1.6
Small buildings structural guidance
Explanation of terms
Engineered fill 1.C.1
Non-engineered fill 1.C.1
Filtering
Greywater disposal 3.9.3
Rainwater harvesting 3.6.7
Wastewater infiltration systems 3.9.2
Fire
Alternative approaches 2.0.6
Automatic life safety fire suppression 2.15
High rise domestic buildings 2.A.8
Cavities 2.3.2, 2.4
High rise domestic buildings 2.A.3
Communication 2.11
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Content of annexes 2.0.5
Conversions 0.12.2 Schedule 6
Escape lighting 2.10
High rise domestic buildings 2.A.6
Explanation of terms 2.0.2
Fire service access 2.12
Fire service facilities 2.14
High rise domestic buildings 2.A.7
Fuel storage 3.23
Internal linings 2.5
Latest changes 2.0.3
Means of escape 2.9
Relevant legislation 2.0.4
Rules for measurement 2.0.7
Section 2 aims 2.0.1
Separation 2.2
High rise domestic buildings 2.A.1
Spread on external walls 2.7
High rise domestic buildings 2.A.5
Spread from neighbouring buildings 2.8.0, 2.8.1
Spread to LPG fixed tanks 4.11.2
Spread to neighbouring buildings 2.6
High rise domestic buildings 2.A.4
Structural protection 2.3
High rise domestic buildings 2.A.2
Vulnerability of roof coverings 2.0.5, 2.D
Fire alarms see Smoke alarms; Warnings
Fire authorities
Alternative fire safety measures 2.0.6
Fire service access 2.12.1, 2.12.2
Fire dampers 2.2.9
Fire detection
Common areas in mixed use buildings 2.9.16
Hold open devices 2.2.9
Interconnection of smoke alarms 2.11.2
Storey areas greater than 200 m? 2.11.3
Ventilator activation 2.9.17, 2.9.19
Fire doors
Acoustic performance of separating walls 5.C.1
Definition appendix A
Resistance to fire 2.B.Table
Sound transmission 5.1.1
see also Self-closing fire doors
Fire mains see Dry fire mains; Water hydrants
Fire reaction 2.0.5, 2.C
Fire resistance duration 2.0.5, 2.B
External walls
Fire spread to neighbouring buildings 2.6
Within 2m of escape stairs 2.9.20
High rise domestic buildings 2.A.1, 2.A.2, 2.A.7
Self-closing fire doors 2.2.9
Tests for construction products 2.0.5, 2.B.2
Tests for external fire exposure to roofs 2.D.3
Walls or screens 2.9.23
Fire safety engineering 2.0.6
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Fire service
Access 2.12.0
Operating spaces for high reach appliances 2.12.3
Personnel 2.12.4
Vehicle access provision 2.12.1
Vehicle access routes 2.12.2
Facilities 2.14
High rise domestic buildings 2.A.7
Water supply 2.0.4, 2.12.4
Fire shutters
Enclosing structure of protected routes of escape 2.9.26
Escape routes 2.9.7
Fire suppression systems 2.15
Alternative fire safety measures 2.0.6
High rise domestic buildings 2.A.8
Fire valves 3.17.5
Oil supply pipes 3.23.2
Fire-fighting, Replacement works not requiring warrant 0.5.2 Schedule 3
Fire-fighting lifts 2.A.7
Fire-fighting lobbies 2.A.7
Fire-fighting shafts
High rise domestic buildings 2.A.7
Resistance to fire 2.B.Table
Self-closing fire doors 2.2.9
Fire-stops
Cavity barriers 2.4.7
Definition appendix A
Junctions between protected routes of escape and other parts 2.9.27
Junctions between separating walls and roofs 2.2.10
Openings in protected routes of escape 2.9.26
Service penetrations of separating walls or floors 2.2.9
Sound insulation constructions 5.1.3-5.1.5, 5.1.7
Fireman’s switch 4.5.3
Fireplace opening areas 3.20.8
Fireplace recesses, Combustible materials 3.19.5-3.19.9
Fitness of materials 0.8.4
Fittings
Exempted works 0.3.1
Fitness 0.8.4
Provision 0.11.1
Works not requiring warrant 0.5.2 Schedule 3
Fixed ladders 4.3.17
Escape routes 2.9.7
Fixed obstructions see Projections
Fixed plant see Plant
Flame spread 2.C.Table
Internal linings 2.5.1
Flanking sound transmission 5.1.2
Performance testing 5.1.12
Specified floor constructions 5.1.8-5.1.11
Specified wall constructions 5.1.4-5.1.7
Flat roofs
Alternative exits for houses 2.9.32
Condensation 3.10.7, 3.15.3, 3.15.6
Definition appendix A
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Escape routes 2.9.5, 2.9.6
Protected routes of escape 2.0.2
Resistance to fire 2.B.Table
Resistance to precipitation 3.10.7
Small buildings structural guidance
Dead loads 1.F.6
Roof joists 1.F.4, 1.F.10, 1.F.11
Timber frame walls, Racking resistance 1.E.15
Flats and maisonettes
Ancillary buildings 0.3.2 Schedule 1
Definitions
Apartment appendix A
Flat appendix A
Maisonette appendix A
Fire
Access for fire service 2.12.1, 2.12.2
Access for fire service personnel 2.12.4
Automatic alarms in common corridors 2.2.9
Emergency lighting 2.10.3
Escape 2.9.1-2.9.27
Escape route lighting 2.10.0-2.10.2
Explanation of terms 2.0.2
Fire service facilities 2.14.1, 2.14.3
Floors in high rise domestic buildings 2.A.2
Limits of guidance 2.0.1
Separating floors 2.2.7
Risk of disproportionate collapse 1.2.3
Safety
Approach to buildings 4.1.3
Car parking 4.1.1
Door entry systems 4.6.3
Stair geometry 4.3.2
Vertical circulation 4.2.5
Sub-division of houses 0.4.1
Works not requiring warrant 0.5.1
Flights see Stairs
Floating layers 5.1.9, 5.1.10
Selection of resilient materials used for soft coverings 5.B
Flooding
Ground conditions 3.3.1
Materials and elements of building 3.3.1
Sanitary appliances below flood level 3.7.2
Floor area increases requiring warrant 0.5.2 Schedule 3
Flooring
Common areas 4.2.2
Location on outer face of chimney 3.19.1
Non-combustible materials 2.2.7, 2.9.24
Reduces impact sound insulation 5.1.1
Replacement not requiring warrant 0.5.2 Schedule 3
Small buildings structural guidance, Dead loads on floors 1.F.6
Soft 5.1.8, 5.B
Floors
Definitions
Compartment floor appendix A
Separating floor appendix A
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Energy
Carbon dioxide emissions 6.1.2
Insulation envelope altered 6.2.8, 6.2.10
Maximum U-values 6.2.1, 6.2.6
Roof functioning as a floor 6.0.7
U-values 6.0.6
Environment
Condensation 3.15.4, 3.15.5
Flue-pipes through floors 3.18.5
Location of combustion appliances 3.19.5-3.19.7
Protection of metal chimneys 3.20.7
Resistance to moisture from ground 3.4.6
Concrete floors 3.4.2, 3.4.3
Timber floors 3.4.4
Underfloor ventilation and air for combustion 3.21.2, 3.21.3
Underfloor ventilation and air for cooling 3.22.2
Fire
Cavities 2.4.2,2.4.7
Fire resistance duration in high rise domestic buildings 2.A.2
Junctions of protected routes of escape 2.9.27
Openwork, Limits of guidance 2.0.1
Protected zones or lobbies 2.9.24
Resistance to fire 2.B.Table
Mezzanine 0.5.1
Safety
Finished internal floor and threshold 4.1.9
Pedestrian protective barriers 4.4.1, 4.4.2
Vehicle protective barriers 4.12.1
Small buildings structural guidance
Explanation of horizontal diaphragm 1.A.3
Masonry walls, Lateral support 1.D.35, 1.D.37
Timber frame walls, Maximum spans of floors 1.E.41
Timber members 1.F
Dead loads 1.F.6
Joists 1.F.9
Notches and holes 1.F.4
Openings for stairs 1.F.15
Sizes 1.F.8
Species 1.F.3
Strutting to joists 1.F.5
Supports to non loadbearing partitions 1.F.16
Sound
Junctions in constructions resisting sound transmission 5.1.4-5.1.7
Mass 5.1.0, 5.A.4
see also Ground floors; Separating floors
Flue gases 3.18.0, 3.20.3
Extract fans 3.17.8
Flue-blocks 3.18.3
Definition appendix A
Explanation of terms 3.18.0
Flue-pipes 3.18.0-3.18.2, 3.18.5
Combustible materials 3.19.4
Definition appendix A
Explanation of terms 3.18.0
Fire resistance duration of separating walls or floors 2.2.9
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Openings in protected routes of escape 2.9.26
Removal of combustion products 3.20.1-3.20.4
Sound transmission and service penetrations 5.1.8-5.1.11
Works not requiring warrant 0.5.2 Schedule 3
Flues 3.18.0, 3.18.1
Access 3.20.13
Carbon dioxide emissions 6.1.3
Combustible materials 3.19.1
Definitions, Flue appendix A
Design 3.20.11, 3.20.12
Explanation of terms 3.18.0
Flue-blocks 3.18.3
Flue-liners 3.18.6
Flueless appliances 3.20.11
Gas temperatures 3.20.3
Labelling 3.17.7
Openings 3.20.12
Outlets 3.20.17-3.20.19
Size 3.20.0, 3.20.8-3.20.10
Terminal discharges 3.20.15, 3.20.16
Works not requiring warrant 0.5.1
Footpaths
Access for fire service personnel 2.12.4
Clearance 0.2.1, 0.14.1
Protective works 0.13.1
Width of accessible routes 4.1.6
Forced draught combustion appliances 3.18.2
Forestry, Exempted works 0.3.2 Schedule 1
Foundations
Definition appendix A
Location of infiltration fields 3.9.5
Nature of ground 1.1.4
Sites containing fill or made ground 3.1.1
Small buildings structural guidance 1.C
Eccentric foundations 1.C.4
Explanation of bearing stratum 1.C.1
Extensions to existing buildings 1.C.5
Foundation loads 1.C.7
Minimum width of strip foundations 1.C.6
Subsaoil conditions 1.C.2
Structural design 1.1.3
Surface water discharge 3.6.3
Frost protection
Conversion of unheated buildings 6.2.5
Hot water pipes and warm air ducts 6.4.1
Fuel consumption, Metering 6.10
Fuel storage see Biomass fuel storage; Liquefied petroleum gas storage; Oil storage
Furniture, Replacement not requiring warrant 0.5.2 Schedule 3

G
Gables
Rooms in roof space 6.B
Small buildings structural guidance, Wall strapping 1.D.36
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Galleries
Definition appendix A
Interpretation for fire safety 2.0.2
Measurement of areas 2.0.7
Protective barriers 4.4.2
Structural fire protection 2.3.1
Gaps see Cavities
Garages
Conversion of unheated building 6.2.5
Flights not needing landing 4.3.6
Heating 6.0.2
Number of rises 4.3.4
Protected lobbies 2.9.19
Risk of disproportionate collapse 1.2.3
Separating walls or floors 2.2.5
Sound insulation 5.1.1
Stairs 4.3.0
Unheated enclosed areas and buffering effects 6.0.6
Use as room 0.4.1
Ventilation 3.14.11
Gas appliances 3.0.4
Gas-fired combustion appliance installations 3.17.6
Carbon dioxide emissions 6.1.2
Controls 6.3.8
Energy efficiency 6.3.1, 6.3.5
Flue design 3.20.11
Flue outlets 3.20.19
Flue size 3.20.10
Protection of metal chimneys 3.20.7
Removal of combustion products 3.20.4
Safety 4.0.4
Gas-fired combustion appliances 3.17.6
Air for combustion 3.21.4
Air for cooling 3.22.3
Bathrooms and bedrooms 3.20.5
Carbon dioxide emissions 6.1.3
Chimneys and flue-pipes 3.18.2
Combustible materials 3.19.7
Definition of decorative fuel-effect gas appliance appendix A
Energy efficiency 6.3.1
Extract fans 3.17.8
Works not requiring warrant 0.5.2 Schedule 3
Geotechnical investigation 1.1.4
Glazing
Definition appendix A
Energy
Air conditioning and ventilation 6.6.0, 6.6.1
Building insulation envelope 6.2.2, 6.2.6, 6.28
Carbon dioxide emissions 6.1.2, 6.1.3, 6.1.6
Communal areas 6.1.5
Compensatory approach - heat loss example 6.B.1
Conservatories 6.0.8
Dwelling with atrium 6.0.8
Trade-off for openings in the Elemental Method 6.C.1
U-values 6.0.6
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Environment, Heating recommendations 3.13.1, 3.13.2
Fire
Assessment of linings 2.5.2
Plastics 2.5.3
Spread from neighbouring buildings 2.8.0, 2.D
Safety
Cleaning accidents 4.8.3, 4.8.4
Collision hazards 4.8.2
Protective barriers 4.4.2
Works not requiring warrant 0.5.2 Schedule 3
Going see Stairs
Green roofs 3.0.1
Greenhouse gases 3.0.1
Mechanical aids to ventilation 3.14.10
Greenhouses
Definition appendix A
Exempted works 0.3.2 Schedule 1
Risk of disproportionate collapse 1.2.3
Greywater
Definition appendix A
Infiltration systems 3.9.3
Ground
Farm effluents 3.26.1
Flooding and ground water 3.3.1
Infiltration systems for wastewater discharge 3.9.1
Investigation 3.1.3, 3.1.8
Wastewater infiltration systems 3.9.1
Safety of structures 1.0.2, 1.1.0, 1.1.4
Small buildings structural guidance 1.C.2
Suitability for soakaway 3.6.5
Treatment 3.1.6
Ground floors
Resistance to moisture from ground 3.4.2
Small buildings structural guidance, Differential movement 1.E.50
U-value calculations 6.0.3
Ground storeys see Storeys
Ground water
Drainage of sites 3.3.0, 3.3.1
Moisture penetration 3.4.0
New building impacting on existing 1.1.5
Preventing oil pollution 3.24.0
Relevant legislation 3.0.4
Wastewater infiltration systems 3.9.1
Gypsum based boards
Resistance to fire 2.B.Table
Small buildings structural guidance 1.E.35, 1.E.38
Sound resistance constructions 5.1.4-5.1.7, 5.1.10, 5.1.11

H

Handrails
Height 4.3.15
Landings 4.3.1
Protective barriers 4.4.2
Protective works 0.13.1
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Stairs and ramps 4.3.1, 4.3.14
Harbours, Exempted works 0.3.2 Schedule 1
Hardcore 3.4.2
Hardstanding

Exempted works 0.3.2 Schedule 1

Works not requiring warrant 0.5.2 Schedule 3
Harmful or dangerous substances 3.1.0

Site preparation 3.1
Hatches see Access hatches
Hazards

Accident risks 4.8.0

Addressed by artificial lighting 4.6.0

Dungsteads and farm effluent tanks 3.26.3

Electricity 4.5.0, 4.6.0

Fuel storage 3.23, 3.24

Gaps in stair treads 4.3.5

Heating and cooking appliances 3.20.0

Lighting in common areas 4.6.2

LPG installations 4.11

Protective barriers 4.4

Scalding 4.9.0, 4.9.5

Trip 4.3.0, 4.3.5

Accessible routes 4.1.2
Accessible thresholds 4.1.9
Extension leads 4.6.4
Upstand kerbs 4.4.3

see also Accidents; Explosions
Headroom

Communal solid waste storage 3.25.2

Escape routes 2.9.8

Stairs and ramps 4.3.16
Hearths

Combustible materials 3.19.5-3.19.8

Works not requiring warrant 0.5.2 Schedule 3
Heat exchangers

Hot water storage vessels 6.3.1, 6.3.2

Mechanical ventilation 3.14.8
Heat gain

Atria 6.0.8

Heating recommendations 3.13.1, 3.13.2
Heat loss

Building insulation envelope 6.2.0, 6.2.3

Compensatory approach 6.B

Condensation 3.15.4

Insulation of pipes and ducts 6.4.1

Insulation of vessels 6.4.2

Trade-off for openings in the Elemental Method 6.C.1
Heat meters 6.10.0
Heat pumps

Alternative heating systems 3.13.2

Carbon dioxide emissions 6.1.6

Controls 6.3.8, 6.3.9

Conversion of historic buildings 6.2.7

Energy efficiency 6.3.4
Heat recovery 3.14.0, 3.14.10
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Heating see Space heating
Heating Equipment Testing and Approval Scheme 3.17.4
Height and depth
Measurement 0.7.2 Schedule 4
Activity spaces 3.11.4
Fire 2.0.7
Small buildings structural guidance
Masonry walls 1.D.2, 1.D.14, 1.D.16
Maximum height of chimneys 1.D.43
Timber frame walls 1.E.3, 1.E.11, 1.E.27
Storey height in disproportionate collapse 1.2.1
High reach fire fighting appliances
Access provision 2.12.1
Access routes 2.12.2
Operating spaces 2.12.3
High rise domestic buildings
Definition appendix A
Disproportionate collapse 1.2.0
Fire 2.A.8
Fire suppression systems 2.15.3, 2.A.8
Historic buildings
Energy
Conversions 6.2.7
Heating system improvements 6.3.12
Fire 2.0.6
Improvements to be made in conversions 0.12.1
Like for like replacement 0.5.1
Hoardings 0.13.1
Hold open devices 2.2.9
Hospital streets, Definition appendix A
Hospitals
Alterations in patient levels 0.4.1
Definition appendix A
Hostels, Changes of use or occupation 0.4.1
Hot water
Dicharges of steam or hot water 4.9.4
Discharges from sanitary fittings 4.9.0, 4.9.5
Hot water systems
Carbon dioxide emissions 6.1.2
Discharges 4.9.0-4.9.3
Energy efficiency 6.3
Inspection and commissioning of systems 6.7.1
Insulation of pipes supplying hot water to appliances 6.4.1
Solar 6.3.6
Storage vessel thermal insulation 6.4.2, 6.4.3
Written information for occupiers 6.8.1
Hotels, Changes of use or occupation 0.4.1

Houses
Accessible entrances 4.1.7
Ancillary buildings 0.3.2 Schedule 1
Definition appendix A
Fire escape 2.9.28-2.9.32
Fire service access 2.12.1, 2.12.2
Interpretation for fire safety 2.0.2
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Risk of disproportionate collapse 1.2.3

SAP ratings 6.1.1

Stepped accesses 4.1.3

Works not requiring warrant 0.5.1
Houses in multiple occupation 2.0.4
Humidity 3.15.2
Hydrants see Water hydrants

Impact sound 5.1.0
Performance values 5.1.12
Reduction of soft coverings 5.B
Imposed loads
Calculation 1.1.2
Definition appendix A
New building impacting on existing 1.1.5
Small buildings 1.1.1
Small buildings structural guidance
Masonry walls 1.D.4
Timber frame walls 1.E.5, 1.E.13, 1.E.21
Industrial site redevelopment 3.1
Industrial stairs 4.3.17
Infiltration see Air infiltration
Inlet breachings 2.14.2
Inner rooms
Apartments at a height of more than 4.5m 2.9.3
Basement apartments 2.9.23
Definition appendix A
Escape windows
Flats and maisonettes 2.9.4
Houses 2.9.30
Basements 2.9.28
Houses 2.9.29
Innovative products and processes 0.8.4
Inspection chambers 3.7.3
Inspection of service systems 6.7.1
Air conditioning 0.17
Inspection of works 0.1.3
Instability of ground see Ground
Installer accreditation and registration 0.8.3
Insulation see Noise; Thermal insulation
Insulation envelope
Alterations to the insulation envelope 6.2.10
Area measurement 6.0.10
Areas of openings 6.2.2
Atria 6.0.8
Buffering effects 6.0.6
Conservatories and stand-alone buildings 6.2.11
Conversion of heated buildings 6.2.6
Conversion of historic buildings 6.2.7
Conversion of unheated buildings 6.2.5
Creating rooms in roof space 6.B.1
Definition appendix A
Extensions to envelope 6.2.8
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General guidance 6.0.2, 6.2.0
Insulation of pipes and ducts 6.4.1
Limiting air infiltration 6.2.4
Maximum U-values 6.2.1
Resisting heat loss through thermal bridging 6.2.3
Thermal bridging and air infiltration 6.2.9
Thermal conductivity 6.0.4
Thermal transmittance ignored 6.0.5
U-values of elements 6.0.3
Integrally bunded tanks 3.24.0, 3.24.3
Interior lighting see Lighting
Internal fire spread 2.5.0, 2.5.1, 2.C.Table
Assessment of linings 2.5.2
Sandwich panels 2.5.8
Separating walls 2.2.7
Thermoplastic materials 2.5.4-2.5.7
Inverted roofs see Warm deck roofs
Isolation 5.1.0

J

Joist hangers
Distance from surface surrounding flue 3.19.1
Junctions in constructions resisting sound transmission 5.1.4-5.1.6
Small buildings structural guidance, Masonry walls 1.D.35
Junctions
Cavity barriers 2.4.7
Junctions in constructions resisting sound transmission 5.1.4-5.1.11
Lift wells with separating floors 2.2.6
Limiting thermal bridging 6.2.0, 6.2.3
Alterations 6.2.8, 6.2.10
Condensation 3.15.4
Conservatories 6.2.11
Protected routes of escape 2.9.27
Separating walls or floors with walls 2.2.10
Separating walls with roofs 2.2.10
Structural fire protection 2.3.5

K
Kerbs 4.3.12
Collisions with projects 4.8.1
Guarding ramp edges 4.4.3
Kitchens
Access between storeys 4.2.7
Accessibility within a storey 4.2.6
Alterations and extensions 3.11.5
Definition appendix A
Duct or casing forming a passive stack ventilation system 3.14.6
Extract fans 3.17.8
Facilities 3.11.3
Fitment replacement not requiring warrant 0.5.2 Schedule 3
Sanitary provision 3.12.3
Socket outlets 4.6.4
Ventilation provision 3.14.2
Width of flights and landings 4.3.3
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L
Ladders 4.8.3
see also Fixed ladders
Lamps, Energy efficient lighting 6.1.2, 6.1.3, 6.5.1
Landing valves 2.14.2
Landings
Flights of less than three rises 4.3.4
Handrails 4.3.1, 4.3.18, 4.3.19
Passenger lifts 4.2.5
Protective barriers 4.4.1
Ramps 4.3.12, 4.3.13
Stairs 4.3.3, 4.3.6, 4.3.8
Temporary waiting spaces 2.9.18
Warning surfaces with external steps 4.3.7
Lands in different occupation, Definition appendix A
Landslip see Ground
Legionella, Contamination of mechanical ventilation 3.14.9
Licensing houses in multiple occupation 2.0.4
Lift wells
Separating walls 2.2.6
Sound insulation 5.1.1
Lifts 4.2.5
Not escape routes 2.9.7
Operations of controls in a fire 2.2.6
Works not requiring warrant 0.5.2 Schedule 3
see also Fire-fighting lifts
Light fittings see Luminaires
Lighting 3.16
Accessible entrances 4.1.7
Common areas 4.6.2
Conversion of historic buildings 6.2.7
Energy efficiency 6.5
Cost effective improvements 6.9.2
Energy performance certificates 6.9.1
Escape routes 2.10.0-2.10.2
High rise domestic buildings 2.A.6
Points 4.6.1
Protective works 0.13.1
Safety 4.6.0
Lighting diffusers 2.5.4, 2.5.7
Limited life buildings 0.6.1
Definition appendix A
Linings
Energy, Creating rooms in a roof space 6.B.1
Fire
Ceilings 2.5.2, 25,5, 25.7
Fire spread 2.5.0, 2.5.1
Non-combustible and low risk materials 2.2.7
Sandwich panels 2.5.8
Thermoplastic materials 2.5.4, 2.5.5, 2.5.7
Walls 2.5.2
Noise 5.1.4-5.1.11
Calculating mass for walls or floors 5.A.2
Small buildings structural guidance, Timber frame walls 1.E.35, 1.E.37, 1.E.38
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Lintels
Small buildings structural guidance
Masonry walls 1.D.24
Timber frame walls 1.E.24, 1.E.25, 1.E.33
Cripple studs 1.E.23, 1.E.45
Fixing 1.E.40
Liquefied petroleum gas heating, Carbon dioxide emissions 6.1.2
Liquefied petroleum gas storage 4.11.0, 4.11.1
Buildings ancillary to dwellings 2.6.1
Cylinders 4.11.3
Fixed tanks 4.11.2
Works not requiring warrant 0.5.2 Schedule 3
Live fuel-effect gas appliances air for combustion 3.21.4
Livestock accommodation 2.6.1
Living area fraction 6.1.2
Loading bays
Protective barriers not required 4.4.1
Roof coverings vulnerability to fire 2.D
Loads
Definitions
Dead load appendix A
Imposed load appendix A
Wind load appendix A
Small buildings structural guidance 1.1.1
Loads on foundations 1.C.7
Masonry walls 1.D.4
Maximum height 1.D.14
Other loading conditions 1.D.26
Timber floors and roof members
Dead loads 1.F.6
Imposed loads 1.F.7
Timber frame walls
Imposed loads 1.E.5, 1.E.13
Other loading conditions 1.E.42
Wind loads 1.E.13, 1.E.15, 1.E.20
Structural calculations 1.0.2, 1.1.0-1.1.2
Lobbies
Access within buildings 4.2.3
Connected garage 3.14.11
Transitional lighting 4.6.0
see also Fire-fighting lobbies; Protected lobbies
Local authorities
Contaminated land 3.1.0
Energy performance certificates 6.9.0
Enforcement 0.1.3
Footpath clearance 0.14.1
Protective works 0.2.1, 0.13.1
Supervision of sites 0.15.1
Localized or building-integrated low and zero carbon technologies see LZCT
Locks 2.9.14
Loudspeakers 5.1.3
Low energy lighting see Lighting
Low rise buildings see Small buildings
LPG see Liquefied petroleum gas storage
Luminaires 2.10.2
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LZCT 6.0.1,6.1.0
Building insulation envelope 6.2.0, 6.2.1
Conversion of historic buildings 6.2.7

M
Made ground 3.1.1
Mains see Electrical installations; Water supply
Maintenance
Air conditioning 0.17.1
Chimneys and flue-pipes 3.18.1
Metal chimneys 3.18.4
Fire suppression systems 2.15.1
Flues 3.20.13
Information 6.8
Suitability of materials and components 0.8.2
Sustainable Urban Drainage Systems 3.6.4
Wastewater drainage 3.7.3, 3.7.4
Window cleaning accidents 4.8.3, 4.8.4
Maisonettes see Flats and maisonettes
Manufacture, Fitness of materials 0.8.4
Mark of conformity see CE Marking
Masonry
Energy
Extensions to insulation envelope 6.2.8
Measurements of thermal transmittance 6.0.3

Environment
Chimneys 3.18.3
Chimneys and combustible materials 3.19.1
Re-lining chimneys 3.18.6
Ventilation of wall cavities 3.10.6
Wall constructions and precipitation 3.10.1-3.10.5
Noise 5.1.0
Junctions with specified floor constructions 5.1.8-5.1.11
Mass 5.1.0, 5.A.2
Specified wall constructions 5.1.4-5.1.7
Small buildings structural guidance
Masonry walls 1.D
Timber frame walls 1.E.7, 1.E.16, 1.E.30-1.E.32, 1.E.37
Stone masonry 1.0.4
Structural work 1.1.3
Disproportionate collapse 1.2.1, 1.2.5, 1.2.6
Masonry units
Chimney blocks 3.18.3
Density and sound insulation 5.A.2
Small buildings structural guidance 1.D.18-1.D.22
Wall constructions and precipitation 3.10.1
Mass, Sound transmission 5.1.0, 5.A
Materials and structural safety 1.0.2
Means of access see Access; Entrances
Means of escape from fire 2.9.0
Flats and maisonettes 2.9.1-2.9.27
Houses 2.9.28-2.9.32
Protected routes of escape 2.0.2
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Self-closing fire doors 2.2.9
Measurement 0.7.1
Areas in energy calculations 6.0.10
Cavity barriers 2.4.2
Density of bricks and blocks 5.A.2
Fire 2.0.7
Fuel consumption 6.10
Performance testing 5.C
Ramp landings 4.3.12
Ramps 4.3.12
Resilient materials for soft coverings 5.B
Small buildings structural guidance
Masonry walls 1.D.2, 1.D.16
Timber frame walls 1.E.3, 1.E.11, 1.E.27
Stairs 4.3.1, 4.3.3, 4.3.16
Thermal conductivity 6.0.4
Thermal transmittance 6.0.3
Volume of space 3.14.1
Mechanical ventilation see Air conditioning and mechanical ventilation
Metals
Chimneys 3.18.4
Combustible materials 3.19.3
Location 3.20.14
Protection 3.20.7
Flue liners 3.18.6
Roof constructions and condensation 3.10.7, 3.15.3, 3.15.6
Roof constructions and precipitation 3.10.8
Meter box, Building insulation envelope 6.2.1
Micro combined heat and power, Energy efficiency 6.3.7
Mineral fibres, Junctions in constructions resisting sound transmission 5.1.6-5.1.11
Mineral wool, Resistance to fire for common constructions 2.B.Table
Mixed occupations, Separating walls or floors 2.2.2
Mixed use
Escape stairs 2.9.16
Reference to Handbook for non-domestic buildings 2.0.1
Separation between domestic and non-domestic buildings 2.2.3
Sound transmission 5.1.0
Mobile homes, Exempted works 0.3.2 Schedule 1
Mobility impairment see Disabled people
Moisture resistance
From ground 3.4
Precipitation 3.10
Monuments, Exempt buildings or work 0.3.2 Schedule 1
Mortar joints
Mass 5.1.0, 5.A.3
Measurements of thermal transmittance 6.0.3
Resisting sound transmission with constructions 5.1.4-5.1.6
Small buildings structural guidance 1.D.23, 1.E.32
Multi-storey buildings and disproportionate collapse 1.2.0
Multiple occupation see Different occupations

N

National standards see British standards; Standards
Natural draught combustion appliances 3.18.2
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Design of flues 3.20.11
Flue outlets 3.20.19
Natural lighting see Lighting
Natural ventilation see Ventilation
Net input rating, Definition appendix A
Newels see Stairs
Noise
Calculating mass in relation to specified constructions 5.A
Conversions 0.12.2 Schedule 6
Introduction 5.0
Performance testing 5.C
Resisting sound transmission 5.1
Section 5 aims 5.0.2
Selection of resilient materials for soft coverings 5.B
Non-combustible
Definition appendix A
Environment
Base for oil storage tank 3.23.2
Combustion appliances separation from combustible materials 3.19
Duct or casing forming a passive stack ventilation system 3.14.6
Flue-pipes 3.18.5
Inert fillings 3.1.6
Fire
Cavities 2.4.2
Cavity barriers and fire resisting ceilings 2.4.4
Cores of sandwich panels 2.5.8
Elements of structure supporting other elements of structure 2.3.2
Elements of structure supporting protected routes of escape 2.9.25
Elements of structure supporting separating walls or floors 2.2.8
External wall cladding 2.7.1
Fire escapes 2.9.24
High rise domestic buildings 2.A.1, 2.A.3, 2.A.4, 2.A.5
Performance of materials 2.0.5, 2.C
Reinforce or support fire stopping 2.2.9
Separating walls and floors 2.2.7
Spread to neighbouring buildings 2.6.5
Nosings see Stairs
Notices not requiring warrant 0.5.2 Schedule 3
Notified bodies
Air admittance valves 3.7.8
Definition appendix A
Flue-pipes 3.18.5
Measurement of thermal transmittance 6.0.3
Oil storage tanks 3.24.1
References appendix B
Sanitary installations 3.7.1
Unvented hot water storage systems 4.9.1, 4.9.2
Waterless closets 3.12.2
Nuclear facilities 0.3.2 Schedule 1

O

Occupant numbers and types 0.4.1
Disproportionate collapse 1.2.3
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Occupations

Critical changes 0.4.1

Definition of different occupation appendix A

Securing unoccupied buildings 0.15.1
Occupiers

Definition appendix A

Written information on service systems and decentralized equipment 6.8.1
Office buildings, Domestic and non-domestic buildings 0.1.6
Offices

Carbon dioxide emissions 6.1.1

Changes of use or occupation 0.4.1

Definition appendix A

Domestic and non-domestic buildings 0.1.6

Dwellings 0.2.2

Dwellings above, Separating floors 2.2.7
Oil Firing Technical Association 3.17.5
Oil storage

Buildings ancillary to dwellings 2.6.1

Fire protection 3.23

Pollution 3.0.1

Relevant legislation 3.0.4

Spillage protection 3.24

Works not requiring warrant 0.5.2 Schedule 3
Oil-firing combustion appliance installations 3.17.5

Carbon dioxide emissions 6.1.2

Controls 6.3.8

Energy efficiency 6.3.1

Flue design 3.20.11

Flue outlets 3.20.18

Flue size 3.20.9

Protection of metal chimneys 3.20.7

Removal of combustion products 3.20.3

Storage tanks 3.23
Oil-firing combustion appliances 3.17.5

Air for combustion 3.21.3

Air for cooling 3.22.2

Bathrooms and bedrooms 3.20.5

Chimneys and flue-pipes 3.18.2

Energy efficiency 6.3.1

Extract fans 3.17.8

Separation from combustible materials 3.19.6

Works not requiring warrant 0.5.2 Schedule 3
Open-flued combustion appliances

Air for combustion 3.21.1

Chimneys and flue-pipes 3.18.2

Definition of open-flued appliance appendix A

Extract fans 3.17.8

Garages 3.14.11

Mechanical extract systems 3.14.8

Passive stack ventilation 3.14.6

Ventilation 3.14.2
Open-sided car parks, Definition appendix A
Openings

Energy

Area calculations 6.0.10
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Building insulation envelope 6.2.2
Carbon dioxide emissions 6.1.2, 6.1.6
Compensating U-values in the Elemental Method 6.C.1
Compensatory approach - heat loss example 6.B.1
Insulation envelope altered 6.2.10
Insulation envelope extended 6.2.8
Maximum U-values 6.2.1, 6.2.6
Thermal bridging at edges 6.2.3
U-value calculations 6.0.3, 6.0.6
Environment
Air for combustion 3.21.2
Flue-pipes through ceiling or floor 3.18.5
Flue-pipes through internal wall 3.18.5
Flues 3.20.12
Heating recommendations 3.13.1
Metal chimneys through separating walls or floors 3.18.4
Natural lighting provision 3.16.1, 3.16.2
Protection of metal chimneys 3.20.7
Thermal bridges and condensation 3.15.4
Fire
Cavity barriers 2.4.6
Elements of structure 2.3.4
External walls 2.9.22
Open access balconies and access decks 2.9.6
Protected routes of escape 2.9.26
Separating walls or floors 2.2.9
Noise 5.1.8-5.1.11
Safety 4.8
Small buildings structural guidance
Masonry walls
Buttressing walls 1.D.28
Interruption of lateral support 1.D.37
Single leaf buildings of one storey 1.D.40, 1.D.41
Sizes of openings and recesses 1.D.32
Timber frame walls
Cripple studs 1.E.23-1.E.25, 1.E45
Percentage openings in racking walls 1.E.16
Stability and openings 1.E.45-1.E.47
Stability of walls and lateral supports 1.E.44
Operation information 6.8
Operations regulations 0.2.1
Organic matter and site preparation 3.1.1, 3.1.5
Orientation
Carbon dioxide emissions 6.1.2, 6.1.3, 6.1.6
Environment, Heating recommendations 3.13.1, 3.13.2
Reducing overheating 6.6.1
Overcurrent see Hazards
Overshading see Shading

P

Parapet walls, Small buildings structural guidance 1.D.11
Partitions
Junctions in constructions resisting sound transmission 5.1.6
Resistance to fire 2.B.Table
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Small buildings structural guidance, Floor supports 1.F.16
Works not requiring warrant 0.5.1
Passenger lifts see Lifts
Passive stack ventilation 3.14.2
Conservatories or extensions 3.14.7
Patios, Works not requiring warrant 0.5.1
Paved areas
Exempted works 0.3.2 Schedule 1
Works not requiring warrant 0.5.2 Schedule 3
Paved surfaces
Accessible routes 4.1.4
Hot water discharge pipe terminations 4.9.3
Surface water drainage 3.6.2, 3.6.6
Paving materials 4.1.4
Peak load effects 1.0.2
Pedestrian protection works 0.13.1
Pedestrian protective barriers see Protective barriers
Pends 2.2.7
Penetration by services see Services
Percolation test for wastewater infiltration systems 3.9.1
Performance testing of sound resisting construction 5.1.0,5.1.12,5.C
Permanent ventilators, Definition appendix A
Physical impairments see Disabled people
Piers, Small buildings structural guidance 1.D.29, 1.D.41
Pipe lines, Exempted works 0.3.2 Schedule 1
Pipes
Definition, Flue-pipe appendix A
Exceptions to exempted classes 0.3.2 Schedule 1
Fire stopping 2.2.9
Oil 3.23.2, 3.24.2
Rainwater harvesting 3.6.7
Sound transmission and service penetrations 5.1.8-5.1.11
Thermal insulation 6.4.1
Works not requiring warrant 0.5.2 Schedule 3
see also Drains; Flue-pipes; Sewers
Pitch see Stairs
Places of safety
Definition appendix A
Destination of escape routes 2.9.5
Responsibilities in case of fire 2.0.4
Places of special fire risk
Definition appendix A
Fixed ladders and escape 2.9.7
Limits of fire safety guidance 2.0.1
Oil storage tanks 3.23.3
Plant
Exempted classes 0.3.2 Schedule 1
Top storey location, Measurement of height 2.0.7
Plant rooms
Fixed ladders and escape 2.9.7
High rise domestic buildings 2.A.7
Roof-top, Measurement of height 2.0.7
Safe passage to areas requiring only limited access 4.3.17
Sound insulation 5.1.1
Travel distances 2.9.2
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Plaster
Calculating mass for walls or floors 5.A.2
Resisting sound transmission with constructions 5.1.4, 5.1.5
Plasterboard see Gypsum based boards
Plastics
Glazing 2.5.3
Roof coverings vulnerability to fire 2.D
Window and rooflight frames, Trade-off for openings in the Elemental Method 6.C.1
Platform floors 5.1.10
Platform lifts, Separating walls or floors 2.2.6
Platforms, Protective works 0.13.1
Platt
Accessible entrances 4.1.7
Accessible thresholds 4.1.9
Common entrances 4.1.8
Polycarbonate sheets 2.D
Porches
Buffering effects on insulation envelope 6.0.6
Definition appendix A
Exempted works 0.3.2 Schedule 1
Flights not needing landing 4.3.6
Heating 6.0.2
Number of rises 4.3.4
Over accessible entrances 0.3.1
Precipitation resistance 3.10
Conservatories and extensions 3.10.4
Roof constructions 3.10.7, 3.10.8
Wall constructions 3.10.2, 3.10.3, 3.10.5
Pressure bulb, New building impacting on existing 1.1.5
Pressure safety devices 4.9.2
Prestressed concrete
Structural work 1.1.3
Disproportionate collapse 1.2.5
Principal entrances see Entrances
Principal living level
Access within buildings 4.2.6-4.2.10
Alterations and extensions 3.11.5
Enhanced apartments 3.11.2
Sanitary facilities 3.12.5
Prison numbers 0.4.1
Private ramps, Definition appendix A
Private roads
Definitions
Building appendix A
Private road appendix A
Exceptions in the Act 0.2.1
Private stairs
Basement storeys 2.9.28
Definition appendix A
Escape from flats entered from below accommodation level 2.9.10
Handrail to one side only 4.3.14
Obstructions on landings 4.3.6
Openrisers 4.3.5
Protected enclosure 2.9.23
Progressive collapse 1.2
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Projections causing collisions 4.8.1
Protected circuits 2.10.1, 2.10.2
Protected doors

Definition appendix A

Self-closing fire doors 2.2.9

Travel distances in buildings containing flats or maisonettes 2.9.2
Protected enclosure 2.9.21

Basement storeys 2.9.28

Definition appendix A

Fire escape from maisonettes 2.9.12

Flats entered on accommodation level 2.9.9

Flats entered from below accommodation level 2.9.10

Houses 2.9.31

Private stairs 2.9.23

Protected routes of escape 2.0.2

When protected lobbies not required 2.9.19
Protected lobbies 2.9.19

Combustibility 2.9.24

Definition appendix A

Fire service facilities 2.14.1

Mixed use buildings 2.9.16

Openable ventilators 2.14.3

Protected routes of escape 2.0.2

Solid waste storage 2.9.15
Protected routes of escape

Houses 2.9.32

Interpretation for fire safety 2.0.2

Junctions 2.9.27

Openings and service penetrations 2.9.26

Resistance to fire 2.B.Table

Supporting structure 2.9.25
Protected zones 2.9.20

Combustibility 2.9.24

Common occupation 2.2.2

Definition appendix A

Emergency lighting 2.10.3

Escape from basements 2.9.23

High rise domestic buildings 2.A.6, 2.A.7

Lighting 2.10.1

Protected lobbies 2.9.19

Protected routes of escape 2.0.2

Subsidiary accommodation intended to be heated 6.0.2

Temporary waiting spaces 2.9.18

Unheated enclosed areas 6.0.6
Protective barriers 4.4

Stairs 4.3.10

Vehicles 4.12.1

Window cleaning safety 4.8.3, 4.8.4
Protective works 0.2.1, 0.13.1

Footpath clearance 0.14.1
Public access, Changes of use or occupation 0.4.1
Public open spaces, Definition appendix A
Public roads

Definitions

Building appendix A



domestic | index | 2007

Public road appendix A
Exceptions in the Act 0.2.1
Public safety protective works 0.13.1
Pugging see Deafening

R

Racking walls
Small buildings structural guidance 1.E.25
End restraint for walls 1.E.43
Explanation of racking resistance 1.E.1
Internal walls proving additional racking resistance 1.E.19
Panel sheathing and nailing 1.E.18
Percentage openings 1.E.17
Racking loads 1.E.15
Racking procedure 1.E.10
Timber frame wall sizing 1.E.9
Radiator valves see Thermaostats
Radiators
Controls 6.3.8
Conervatories 6.3.13
Extensions 6.3.12
Energy efficiency 6.3.4
Works not requiring warrant 0.5.2 Schedule 3
Radon gas protection 3.2
Extract fans 3.17.8
Rafters
Small buildings structural guidance
Collared roofs 1.F.13
Connection details for raised tied and collared roofs 1.F.14
Raised tie roofs 1.F.12
Trussed rafters 1.F.2
Railway lines, Definition of building appendix A
Railways, Exempted works 0.3.2 Schedule 1
Rainwater see Precipitation resistance; Surface water
Rainwater harvesting 3.6.7
Raised kerbs see Kerbs
Ramps 4.3.11-4.3.13
Access between storeys 4.2.7
Accessible routes 4.1.3
Guarding edges 4.4.3
Handrails 4.3.18, 4.3.19
Headroom 4.3.20
Horizontal circulation in common areas 4.2.1
Landings 4.3.15-4.3.17
Protective barriers 4.4.1
Protective works 0.13.1
Tactile paving 4.3.7
Vehicle protective barriers 4.12.1
Vertical circulation within common areas 4.2.5
Works not requiring warrant 0.5.2 Schedule 3
Reasonably practicable
Conversions 0.12.1
Definition appendix A
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Recycling 3.25.0
Waste and resources action programme 0.8.4
Water 3.0.1
Relaxation directions 0.16.1
Air conditioning systems 0.17.2
Relevant authority 2.0.2
Alternative fire safety measures 2.0.6
Fire service access 2.12.1
Renders
Calculating mass for walls or floors 5.A.2
Preventing blockage of ventilators 3.10.6
Replacement not requiring warrant 0.5.2 Schedule 3
Resisting sound transmission with constructions 5.1.4, 5.1.5
Wall constructions and precipitation 3.10.1
Repair works not requiring warrant 0.5.1
Replacement practicability 0.8.1
Replacement works not requiring warrant 0.5.1
Reservoirs, Definition of building appendix A
Residential buildings
Changes of use or occupation 0.4.1
Definition appendix A
Works not requiring warrant 0.5.1
Residential care buildings
Alterations in patient levels 0.4.1
Definition appendix A
Resilient materials 5.1.9, 5.1.10
Selection 5.B
Resistance to moisture see Moisture resistance
Revolving doors 4.1.8
Rise see Stairs
Rising damp 3.4.0
Risk assessment
Changes of use 0.4.1
Disproportionate collapse 1.2.2, 1.2.3
Fire 2.0.4
Alternative safety measures 2.0.6
Flooding 3.3.0, 3.3.1
Oil storage 3.24.3
Reporting system on structural safety 1.0.1
Sites 3.1.3, 3.1.6
Risks see Accidents; Fire reaction; Hazards
Roads
Definitions
Private road appendix A
Public road appendix A
Road appendix A
Fire service access 2.12.1, 2.12.2
Robust Details Ltd 5.1.0, 5.1.13
Roof access hatches see Access hatches
Roof coverings
Control of condensation 3.15.3, 3.15.6, 3.15.7
Flue outlets 3.20.17
Hot water discharge pipe terminations 4.9.3
Junctions between separating walls and roofs 2.2.10
Roof construction and precipitation 3.10.1, 3.10.7, 3.10.8
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Spread of fire from neighbouring buildings 2.8.0, 2.8.1
Vulnerability to fire 2.0.5, 2D
Roof gardens 5.1.1
Roof space
Above garages 2.2.5
Cavities 2.4.0
Cavity barriers 2.4.1, 2.4.5
Compensatory approach - heat loss example 6.B
Conversion of unheated buildings 6.2.5
Cost effective improvements 6.9.2
Definition appendix A
Effectiveness of fire separation 2.2.9, 2.2.10
Flue-pipes 3.18.5
Increasing habitable space in houses 0.4.1
Metal chimneys 3.18.4
Preventing excessive build-up of condensation 3.15.3, 3.15.7
Resisting sound transmission with constructions 5.1.6
Sprinkler systems 2.15.2, 2.A.8
Rooflights
Energy
Building insulation envelope 6.2.2
Carbon dioxide emissions 6.1.2
Compensatory approach - heat loss example 6.B
Insulation envelope altered 6.2.8
Thermal bridging and alterations 6.2.10
Trade-off for openings in the Elemental Method 6.C.1
U-value calculations 6.0.3, 6.2.1, 6.2.6
Fire
Spread from neighbouring buildings 2.8.0, 2.8.1, 2.D
Thermoplastic materials 2.5.4, 2.5.6
Natural lighting provision 3.16.1
Safety
Access to manual controls 4.8.5
Cleaning 4.8.3
Works not requiring warrant 0.5.2 Schedule 3
Roofs
Definition, Flat roof appendix A
Energy
Carbon dioxide emissions 6.1.2
Compensatory approach - heat loss example 6.B.1
Dwelling with atrium 6.0.8
Functioning as a floor 6.0.7
Insulation envelope altered 6.2.8, 6.2.10
Maximum U-values 6.2.1, 6.2.6
Environment
Condensation 3.15.3-3.15.7
Green 3.0.1
Resistance to precipitation 3.10.1, 3.10.7, 3.10.8
Surface water drainage 3.6.1
Fire
Cavities 2.4.2,2.4.7
External areas 2.0.2
Junctions with separating walls 2.2.10
Spread from neighbouring buildings 2.8.0, 2.8.1
Structural fire protection 2.3.0
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Vulnerability of coverings 2.0.5, 2.D
Small buildings structural guidance
Explanation of horizontal diaphragm 1.A.3
Masonry walls, Lateral support and restraint 1.D.35-1.D.37, 1.D.42
Timber members 1.F
Collared roofs 1.F.13
Connection details 1.F.14
Dead loads 1.F.6
Imposed loads 1.F.7
Raised tie roofs 1.F.12
Sizes 1.F.8
Species 1.F.3
Timber roof bracing 1.B.0
Sound
Impact sound transmission 5.1.0, 5.1.1
Junctions with separating walls 5.1.4-5.1.7
Vehicle protective barriers 4.12.1
Works not requiring warrant 0.5.2 Schedule 3
see also Flat roofs
Room thermostats see Thermostats
Room-sealed combustion appliances 3.18.2
Bathrooms and bedrooms 3.20.5, 3.20.6
Carbon dioxide emissions 6.1.2
Definition of room-sealed appliance appendix A
Works not requiring warrant 0.5.2 Schedule 3
Rooms
Alteration to create rooms in a roof space 6.B.1
Area measurement 0.7.2 Schedule 4
Definitions
Inner room appendix A
Room appendix A
Interpretation for fire safety 2.0.2
Ventilation of small rooms 3.14.1
Run-off see Surface water
Runways, Definition of building appendix A

S

Safe-life structures 1.1.3

Safety
Access to buildings 4.1
Access within buildings 4.2
Changed circumstances 0.4.1
Conversions 0.12.2 Schedule 6
Danger from accidents 4.8
Danger from heat 4.9
Electrical fixtures 4.6
Electrical safety 4.5
Introduction 4.0
Latest changes 4.0.3
Liquefied petroleum gas storage 4.11
Pedestrian protective barriers 4.4
Relevant legislation 4.0.4
Section 4 aims 4.0.2
Stairs and ramps 4.3
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Vehicle protective barriers 4.12
Safety of demolition sites 0.10.1
Safety factors 1.0.2,1.1.0
Alternative approaches to design 1.0.4
Sandwich panels 2.5.8
Sanitary accommodation 3.12.0, 3.12.3
Access between storeys 4.2.7
Accessibility within a storey 4.2.6
Definition appendix A
Protected enclosures 2.9.21
Ventilation 3.14.2
Width of flights and landings 4.3.3
Sanitary facilities 3.12
Below flood level 3.7.2
Definition appendix A
Exceptions to exempted works 0.3.2 Schedule 1
Scalding prevention 4.9.0, 4.9.5
Works not requiring warrant 0.5.2 Schedule 3
SAP ratings 6.1.1, 6.1.2
Energy performance certificates 6.9.1
Sarking 3.19.1
Scalding 4.9.0,4.9.5
Schools, Numbers 0.4.1
Scottish Building Standards Agency 0.1.3
Screeds
Mass 5.A.4
Separating floors and sound transmission 5.1.8, 5.1.9
Screens
Resistance to fire 2.B.Table
Separating protected zones in basements 2.9.23
Sealing systems in site preparation 3.1.5, 3.1.6
Security
Unfinished works 0.15.1
Unoccupied buildings 0.15.1
Security grills 2.9.4
SEDBUK, Carbon dioxide emissions 6.1.6
Selection and use of materials and components 0.8.4
Self-closing fire doors
Cavity barriers 2.4.6
Definition appendix A
Escape from basements 2.9.23
High rise domestic buildings 2.A.1, 2.A.7
Openings in protected routes of escape 2.9.26
Protected enclosures 2.9.21
Protected lobbies 2.9.19
Protected zones 2.9.20
Separating walls 2.2.2
Separating floors
Definition appendix A
Energy, Thermal transmittance ignored 6.0.5
Fire 2.2.0, 2.2.1
Buildings with common occupation 2.2.2
Combustible materials 2.2.7
Domestic and non-domestic buildings 2.2.3
Garages 2.2.5
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High rise domestic buildings 2.A.1, 2.A.2
Junctions 2.2.10
Lift enclosures 2.2.6
Openings and service penetrations 2.2.9
Resistance to fire 2.B.Table
Simple geometry method 2.6.3
Solid waste storage accommodation 2.2.4
Supporting structure 2.2.8
Metal chimneys 3.18.4
Noise 5
Calculating mass 5.A
Flooring reduces impact sound insulation 5.1.1
Performance values 5.1.12, 5.C
Selecting resilient materials for soft coverings 5.B
Specified constructions 5.1.8-5.1.11
Separating walls
Definition appendix A
Energy, Thermal transmittance ignored 6.0.5
Fire 2.2.0, 2.2.1
Buildings with common occupation 2.2.2
Combustible materials 2.2.7
Domestic and non-domestic buildings 2.2.3
Garages 2.2.5
High rise domestic buildings 2.A.1
Junctions 2.2.10
Junctions of protected routes of escape 2.9.27
Lift wells 2.2.6
Openings and service penetrations 2.2.9
Resistance to fire 2.B.Table
Simple geometry method 2.6.3
Solid waste storage accommodation 2.2.4
Supporting structure 2.2.8
Metal chimneys 3.18.4
Noise 5
Calculating mass 5.A
Performance values 5.1.12, 5.C
Specified constructions 5.1.4-5.1.7
Small buildings structural guidance, Masonry walls 1.D.6, 1.D.7
Works not requiring warrant 0.5.2 Schedule 3
Separation distances
Biomass fuel storage 3.23.4
Dungsteads and farm effluent tanks 3.26.2
LPG tanks 4.11.2
Oil tanks 3.23.1
Septic tanks 3.8
Infiltration systems 3.9
Services
Definition of service opening appendix A
Energy
Correct use and appropriate maintenance 6.8
Inspection and commissioning 6.7
Warm air ducts and hot pipes 6.4.1
Environment
Flue-pipes through construction elements 3.18.5
Metal chimneys through walls or floors 3.18.4
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Exempted works 0.3.1
Fire
Cavities 2.4.0
Penetrations and cavity barriers 2.4.6
Penetrations of elements of structure 2.3.4
Penetrations and external walls 2.9.22
Penetrations in protected routes of escape 2.9.26
Penetrations of separating walls or floors 2.2.9
Noise, Penetrations of separating walls or floors 5.1.8-5.1.11
Provision 0.11.1
Works not requiring warrant 0.5.2 Schedule 3
Sewage treatment works, Exempted works 0.3.2 Schedule 1
Sewers
Combined 3.7.6
Definition of building appendix A
Exceptions to exempted classes 0.3.2 Schedule 1
Existing 3.5
Sealing disused 3.5.5
Surface water discharge 3.6.3
Wastewater drainage 3.7.7, 3.7.10
Shading
Carbon dioxide emissions 6.1.2, 6.1.3, 6.1.6
Reducing overheating 6.6.1
Shafts 6.2.4
see also Fire-fighting shafts; Smoke shafts
Shared residential accommodation
Definition appendix A
Separating floors 2.2.7
Use of house 0.4.1
Sheathing 3.10.5
Small buildings structural guidance 1.E.10, 1.E.35
Explanation of wall sheathing 1.E.1
Sheathing and nailing 1.E.18, 1.E.25, 1.E.37-1.E.40
Thicknesses of cavity walls 1.E.7, 1.E.9
Timber frames with absorbent curtains 5.1.7
Sheltered housing complexes
Definition appendix A
Domestic and non-domestic buildings 0.1.6
Door entry systems 4.6.3
Fire suppression systems 2.15.2
Shelters, Exempted works 0.3.2 Schedule 1
Shielding LPG tanks 4.11.2
Shingles
Roof coverings and flue outlets 3.20.17
Vulnerability of roof coverings 2.D
Shops
Definition appendix A
Dwellings above, Separating floors 2.2.7
Retail trade in storage building 0.4.1
Shower rooms
Sanitary accommodation 3.12.3
Socket outlets 4.5.4
Trickle ventilators 3.14.5
Ventilation provision 3.14.2
Works not requiring warrant 0.5.1
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Shutters 2.9.7
see also Fire shutters
Sight impairments see Disabled people
Signage works not requiring warrant 0.5.2 Schedule 3
Signalling
Exempted works 0.3.2 Schedule 1
Signal box used as house 0.4.1
Silt discharges into drainage systems 3.6.9
Simple geometry method 2.6.3
Site drainage 3.3.0, 3.3.1
Soakaway serving small buildings 3.6.5
Subsoil drainage 3.3
Wastewater infiltration systems 3.9.1
Site preparation
Harmful and dangerous substances 3.0.1, 3.1
Protection from radon gas 3.2
Sites
Definition appendix A
Existing drains 3.5.1
Investigation 1.1.4
Location and timber frame walls 1.E.13
see also Brownfield sites; Building sites; Cleared sites
Slates
Roof coverings 3.10.8, 3.15.7
Wall claddings 3.10.5
Sleeping accommodation
Escape from flats entered on accommodation level 2.9.9
Escape from maisonettes 2.9.12
Exceptions to exempted works 0.3.2 Schedule 1
Sleeping decks 2.0.2
Sliding doors 2.9.7
Slumber circuits 6.3.8
Small buildings
Design of low rise buildings 1.1.3
Exempted works 0.3.2 Schedule 1
Structural guidance 1.1.1
Foundations 1.C
General guidance 1.A
Masonry walls 1.D
Stability 1.B
Timber floors and roof members 1.F
Timber frame walls 1.E
Works not requiring warrant 0.5.1
Smoke alarms 2.11.1
Definition appendix A
Satisfying requirements 0.8.1
Standby power supply 2.11.2
Smoke clearance 2.14.3
Smoke detectors
Corridors 2.9.17
Deactivation of hold open devices 2.2.9
Ducted warm air heating 2.9.13
Smoke shafts, High rise domestic buildings 2.A.7
Snow loads 1.1.1
Small buildings structural guidance
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Timber floors and roof members 1.F.7
Timber frame walls 1.E.5, 1.E.13, 1.E.21
Soakaways 3.6.5
Surface water discharge 3.6.3
Socket outlets 4.5.0, 4.6.4
Bathrooms and shower rooms 4.5.4
Soft floor coverings 5.1.8
Selection 5.B
Solar energy
Alternative heating systems 3.13.2
Panels and carbon dioxide emissions 6.1.2
Roof panels and fire 2.8.0
Water heating controls 6.3.11
Water heating efficiency 6.3.6
Water heating pipe insulation 6.4.1
Solar gains
Air conditioning and mechanical ventilation 6.6.0, 6.6.1
Heating recommendations 3.13.2
Solar shading see Shading
Solid fuel combustion appliance installations 3.17.4
Carbon dioxide emissions 6.1.2
Controls 6.3.8
Energy efficiency 6.3.2
Flue design 3.20.11
Flue outlets 3.20.17
Flue size 3.20.8
Protection of metal chimneys 3.20.7
Removal of combustion products 3.20.2
Solid fuel combustion appliances 3.17.4
Air for combustion 3.21.2
Carbon dioxide emissions 6.1.2, 6.1.3
Chimneys and flue-pipes 3.18.2
Combustible materials 3.19.5
Energy efficiency 6.3.2
Extract fans 3.17.8
Flue size 3.20.8
Prefabricated chambers 3.19.9
Solid waste 3.25.0
Pollution 3.0.1, 3.0.4
Solid waste containers 3.25
Works not requiring warrant 0.5.2 Schedule 3
Solid waste storage 3.25
Escape routes 2.9.15
Sound transmission 5.1.1
Subsidiary accommodation intended to be heated 6.0.2
Unheated enclosed areas and buffering effects 6.0.6
Wallls or floors separating accommodation 2.2.4
Solum
Conversion of unheated buildings 6.2.5
Effectiveness of fire separation 2.2.9, 2.2.10
Specified constructions 3.4.2-3.4.4
Treatment 3.1.1
Space heating 3.13
Ancillary buildings 6.0.2
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Carbon dioxide emissions 6.1.2, 6.1.3, 6.1.6
Communal areas 6.1.5
Conversions
Historic buildings 6.2.7
Unheated buildings 6.2.5
Energy efficiency 6.3
Energy performance certificates 6.9.1
Inspection and commissioning 6.7.1
Insulation of pipes and ducts 6.4.1, 6.4.3
Works not requiring warrant 0.5.2 Schedule 3
Written information for occupiers 6.8.1
Specifications as standards 0.8.1, 0.8.3, 0.8.4
Spillage protection 3.24
Spread of fire from neighbouring buildings 2.8.0
Roofs 2.8.1
Vulnerability of roof coverings 2.0.5, 2.D
Spread of fire to neighbouring buildings 2.6.0
External wall cladding 2.6.4
External wall combustibility 2.6.5
Fire resistance of external walls 2.6.1
High rise domestic buildings 2.A.4
Unprotected areas 2.6.2, 2.6.3
Sprinkler systems 2.15
High rise domestic buildings 2.A.8
Stability of structures 1.0.2
Alternative approaches 1.0.4
Disproportionate collapse 1.2.1
Existing buildings 1.1.0, 1.1.5
Small buildings structural guidance 1.B.1
Timber roof bracing 1.B.2
Staggering in sound resisting construction 5.1.0, 5.1.5, 5.1.6
Stairlifts 4.2.10, 4.3.3
Stair design 4.2.8
Works not requiring warrant 0.5.2 Schedule 3
Stairs 4.3.0, 4.3.2,4.3.5
Between storeys 4.2.7, 4.2.10
Allowing for installation of stairlift 4.2.8
Common areas 4.2.5
Definitions
Escape stair appendix A
Flight appendix A
Private stair appendix A
Flights
Number of rises 4.3.4
Partly of tapered treads 4.3.9
Wholly of tapered treads 4.3.10
Width 4.3.3
Handrails 4.3.14, 4.3.15
Headroom 4.3.16
Industrial 4.3.17
Landings 4.3.6-4.3.8
Limiting air infiltration of insulation envelope 6.2.4
Measurement 4.3.1
Private stairs 4.3.0, 4.3.2
Protected enclosures in houses 2.9.31
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Protective barriers 4.4.1
Small buildings structural guidance, Openings in floors 1.F.15
Sound insulation of common stairs 5.1.1
Tapered treads 4.3.0
Stairwells
Infilling 0.5.1
Insulation envelope 6.0.10

Stand-alone buildings
Definitions appendix A
Energy, Heating 6.0.2
Standards
Alternative solutions 0.1.5
Chimneys and flue-pipes 3.18.0
Combustion appliances 3.17.8
Durability requirements 0.8.2
Fire tests 2.0.5
British Standards 2.B.2, 2.C.2
European Standards 2.B.3, 2.C.3
References appendix B
Selection and use of materials and components 0.8.1, 0.8.4
Structural Eurocodes 1.0.4
Workmanship 0.8.3
Standby power supply 2.11.2
Steel
Flue-liners 3.18.6
Resistance to fire for common constructions 2.B.Table
Structural work 1.1.3
Disproportionate collapse 1.2.1, 1.2.5, 1.2.6
Steps 4.3.4
Access to buildings 4.1.3
Protective works 0.13.1
Tactile paving 4.3.7
Works not requiring warrant 0.5.1
Stone masonry 1.0.4
Storage spaces
Definitions
Storage building (Class 1) appendix A
Storage building (Class 2) appendix A
Metal chimneys 3.18.4
Protected zones 2.9.20
Storey selector buttons see Tactile call buttons
Storeys
Accessibility between 4.2.7, 4.2.8, 4.2.10
Accessibility within 4.2.6, 4.2.9
Calculation of volume 3.14.1
Definitions
Basement storey appendix A
Ground storey appendix A
Storey appendix A
Upper storey appendix A
Fire
Fire detection and alarm systems 2.11.3
Limits of fire safety guidance 2.0.1
Measurement of height and depth 2.0.7
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Interpretation for disproportionate collapse 1.2.1. 1.2.3
Measurement of height and depth 0.7.2 Schedule 4
Small buildings structural guidance, Height measurement 1.D.16, 1.E.27
Widths of flight and landings 4.3.3
Strapping 3.19.1
Structural Eurocodes 1.0.1, 1.0.4
Structure 1.0.1, 1.1
Alternative approaches 1.0.4
Definition of element of structure appendix A
Disproportionate collapse 1.2
Guidance for small buildings 1.1.1, 1.A
Foundations 1.C
Masonry walls 1.D
Stability 1.B
Timber floors and roof members 1.F
Timber frame walls 1.E
Latest changes 1.0.3
Section 1 aims 1.0.2
Strutting to joists 1.F.5
Stud walls
Resistance to fire 2.B.Table
Small buildings structural guidance 1.E
Explanation of timber frame wall 1.E.1
Sub-compartments
Definitions
Sub-compartment appendix A
Sub-compartment walls appendix A
Sub-surface drainage trenches 3.9.1
Subsidence 1.1.4
Subsoil see Ground; Site drainage
Suitability for purpose 0.8.4
Superimposed hearths see Hearths
Surface soil 3.1.1, 3.1.3
Surface spread of flame 2.C.Table
Surface water
Climate change 3.6.0
Definition appendix A
Rainwater harvesting 3.6.7
Runoff to other properties 3.3.1
Wastewater infiltration systems 3.9.1
Surface water drainage 3.6
Combined sewers 3.7.6
Hot water discharge pipe terminations 4.9.3
Incorrect connections 3.7.0, 3.7.6
Surgeries 0.2.2
Carbon dioxide emissions 6.1.1
Sustainable Urban Drainage Systems 3.6.0, 3.6.4
Swimming pools
Exceptions to exempted works 0.3.2 Schedule 1
Works not requiring warrant 0.5.2 Schedule 3
Switching
Access to manual controls 4.8.5
Electrical installations 4.5.3
Lighting 4.6.1
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System chimneys
Combustible materials 3.19.2
Definition 3.18.0, appendix A
Labelling 3.17.7

T
Tactile call buttons 4.2.5
Tactile paving
Accessible routes 4.1.4
Landings 4.3.6, 4.3.7
Tanks
Exceptions to exempted classes 0.3.2 Schedule 1
see also Farm effluent tanks; Liquefied petroleum gas storage; Oil storage; Septic
tanks
Telecommunications
Definition of building appendix A
Works not requiring warrant 0.5.2 Schedule 3
Telephone kiosks, Exempted works 0.3.2 Schedule 1
Temperature 3.13.1
Temperature controls see Thermostatic mixing valves; Thermostats
Temperature relief valves 4.9.2
Temporary buildings, Exempted works 0.3.2 Schedule 1
Temporary waiting spaces 2.9.18
Tension straps 1.D.35, 1.D.36, 1.D.42
Tents, Exempted works 0.3.2 Schedule 1
TER see Carbon dioxide emissions
Terminals
Discharges 3.20.15, 3.20.16
Flue outlets 3.20.17-3.20.19
Flue size 3.20.8
Tests
Air tightness 6.2.4
Core floor 5.B
Corrosion of metal chimneys 3.18.4
Corrosion of metal flue liners 3.18.6
Drainage connections 3.5
External fire exposure to roofs 2.D.3
Fire tests for construction products 2.0.5, 2.B.2, 2.C.
Performance approach to designing sound resisting construction 5.1.12, 5.C
References appendix B
Selection and use of materials and components 0.8.4
Suitability of ground for infiltration systems 3.9.1
Suitability of ground for soakaway 3.6.5
Suitability of ground for wastewater infiltration systems 3.9.1
Surface water drainage systems 3.6.10
Wastewater drainage 3.7.9
Workmanship 0.8.3
Thatched roof coverings
Flue outlets 3.20.17
Vulnerability to fire 2.D
Thermal bridging 6.2.0, 6.2.3
Alterations to the building fabric 6.2.6, 6.2.9, 6.2.10
Carbon dioxide emissions 6.1.2
Communal areas 6.1.5
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Condensation 3.15.4
Conservatories and stand-alone buildings 6.2.11
Measurements of thermal transmittance 6.0.3
Repeating thermal bridges 6.2.1
Thermal conductivity 6.0.4
Thermal cut-outs 4.9.2
Thermal insulation
Building insulation envelope 6.2.0, 6.2.8-6.2.10
Compensatory approach - heat loss example 6.B
Conversion of historic buildings 6.2.7
Conversion of unheated buildings 6.2.5
Cost effective improvements 6.9.2
Environment
Passive stack ventilation 3.14.6
Roof condensation 3.15.3, 3.15.6, 3.15.7
Roof constructions and precipitation 3.10.7, 3.10.8
Surface condensation 3.15.4
Wall constructions and precipitation 3.10.1-3.10.3
Fire
External walls 2.6.4, 2.7.1
Non-combustible materials 2.2.7
High rise domestic buildings 2.A.3, 2.A.4, 2.A.5
Resistance to fire for common constructions 2.B.Table
Surfaces in cavities 2.4.0
Hot water pipes and warm air ducts 6.4.1, 6.4.3
Hot water storage vessels 6.4.2, 6.4.3
Sound resisting construction 5.1.5-5.1.7
U-values 6.0.3
Works not requiring warrant 0.5.2 Schedule 3
Thermal transmittance 6.0.3
Through separating walls or floors 6.0.5
Thermoplastic materials
Ceilings 2.5.4, 2.5.5
Lighting diffusers 2.5.4, 2.5.7
Roof coverings vulnerability to fire 2.D
Rooflights 2.5.4, 2.5.6
Thermostatic mixing valves 4.9.5
Thermostats
Controls for heating systems 6.3.8-6.3.10
Ducted warm air heating 2.9.13
Hot water system safety 4.9.2
Works not requiring warrant 0.5.2 Schedule 3
Thresholds see Entrances
Throats 3.21.2
Ties and disproportionate collapse 1.2.4
Tiles
Roof coverings 3.10.8, 3.15.7
Wall claddings 3.10.5
Timber
Energy
U value calculations 6.0.3
Window frames and doors, Trade-off for openings in the Elemental Method 6.C.1
Environment
Fire risk to walls adjacent to hearths 3.19.8
Removal of combustion products in gas-fired installations 3.20.4
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Resistance to moisture from ground 3.4.4
Wall construction and condensation 3.10.6
Wall constructions and precipitation 3.10.5
Noise 5.1.0
Floating layer constructions 5.1.9, 5.1.10
Specified constructions 5.1.4-5.1.7, 5.1.10, 5.1.11
Resistance to fire for common constructions 2.B.Table
Small buildings structural guidance
Explanation of terms
Centres 1.A.3
Span 1.A.3
Timber floors and roof rembers 1.F
Explanation of terms
Trimmer joist 1.F.1
Trimming joist 1.F.1
Timber frame walls 1.E
Timber roof bracing 1.B.2
Structural work 1.1.3
Disproportionate collapse 1.2.1, 1.2.5, 1.2.6
Timing controls, Space heating and water heating 6.3.8-6.3.10
Toilets 3.12.3-3.12.5
Definition appendix A
Entrance level accommodation 4.2.10
Liveability standard 3.12.0
Ventilation provision 3.14.2
Transitional arrangements 0.2.1
Transmission see Noise; Thermal transmittance
Travel distances
Flats entered on accommodation level 2.9.9
Flats entered from below accommodation level 2.9.10
Flats and maisonettes 2.9.2
Treads see Stairs
Trickle ventilators see Ventilators
Troughed metal decking 3.10.7
Trussed rafters see Rafters
Tunnels, Exempted works 0.3.2 Schedule 1

U

U-values 6.0.3
Buffering effects 6.0.6
Carbon dioxide emissions 6.1.2
Communal areas 6.1.5
Compensatory approach - heat loss example 6.B
Conservatories and stand-alone buildings 6.2.11
Conversion of heated buildings 6.2.6
Definition appendix A
Elemental Method, Trade-off for openings 6.C.1
Insulation envelope altered 6.2.8, 6.2.10
Maximum values in insulation envelope 6.2.1, 6.2.6
Surface condensation 3.15.4

Underfloor heating
Controls 6.3.8, 6.3.9
Energy efficiency 6.3.4

Underpinning, Works not requiring warrant 0.5.2 Schedule 3
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Unfinished works 0.15.1
Unprotected areas 2.6.2-2.6.4
Unprotected zones
Circulation areas for fire safety 2.0.2
Definition appendix A
Unstable ground see Ground
Unvented hot water systems 4.9.0-4.9.3
Additional insulation 6.4.2
Updating Technical Handbook 0.1.8
Use changing 0.4.1
Utility rooms 3.14.2

\Y
Vapour control layers 3.10.1
Framed walls 3.10.5
Roof constructions 3.10.7, 3.15.3, 3.15.6, 3.15.7
Vegetable matter see Organic matter
Vehicle parking
Fire service 2.12.1, 2.12.2, 2.14.2
LPG tanks 4.11.2
Protective barriers 4.12.1
see also Car parking
Vehicle protective barriers see Protective barriers
Ventilation
Energy
Air infiltration through insulation envelope 6.2.0, 6.2.4
Carbon dioxide emissions 6.1.2
Conservatories 6.0.8
Minimising the need for air conditioning 6.6.1
Environment 3.14.0-3.14.2
Air for combustion 3.21
Air for cooling 3.22
Condensation and roofs 3.15.3, 3.15.6, 3.15.7
Condensation and walls 3.10.6
Conservatories 3.14.3
Conservatories and extensions built over existing windows 3.14.7
Control of legionellosis 3.14.9
Drying clothes indoors 3.14.4
Garages 3.14.11
Impervious cladding 3.10.5
Mechanical aids 3.14.10
Mechanical ventilation 3.14.8
Natural ventilation 3.14.2, 3.17.8
Passive stack ventilation systems 3.14.6
Solid waste storage 3.25.4
Trickle ventilators 3.14.5
Underfloor space 3.4.3, 3.4.4
Wastewater drainage 3.7.8
Fire
Alternative measures 2.0.6
Ceiling cavities 2.4.1
External escape stairs 2.9.22
Fire fighting lobbies in high rise domestic buildings 2.A.7
Fire stopping 2.2.9
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Sealing cavities 2.4.1
Smoke clearance 2.14.3
Ventilators 3.14.10
Access to manual controls 4.8.5
Air for combustion 3.21.1
Cavities of external walls 3.10.6
Conservatories 3.14.3, 3.14.7
Definitions
Permanent ventilator appendix A
Trickle ventilator appendix A
Ventilator appendix A
Extensions 3.14.7
Fire service facilities 2.14.3
Protected lobbies 2.9.19
Small garages 3.14.11
Smoke control in corridors 2.9.17
Trickle 3.14.5
Ventilation provision 3.14.2
Underfloor space 3.4.3, 3.4.4
Verifiers 0.1.3
Air tightness 6.2.4
Alternative fire safety measures 2.0.6
Contamination of land 3.1.5, 3.1.6
Conversion of historic buildings 6.2.7
Density of masonry units 5.A.2
Field testing of separating walls or floors 5.C.1
Fire suppression systems 2.15.1, 2.15.2, 2.A.8
Informing local authorities of applications 0.2.1
Standards to be met in conversions 0.12.1
Wastewater infiltration systems 3.9.1
Vermin
Metal chimneys 3.18.4
Sealing disused sewers or drains 3.5.5
Solid waste storage 3.25.5
Vibration, Sound transmission 5.1.0
Vision panels
Common entrances 4.1.8
Doors within common areas 4.2.4
Volume calculations 3.14.1

W

Walkways and impact sound transmission 5.1.0, 5.1.1
Wall panels
Small buildings structural guidance
Connections 1.E.39, 1.E.40
Fabrication 1.E.37
Framing of openings 1.E.45
Panel heights 1.E.28
Wallpaper 2.5.1
Walls
Definitions
Compartment wall appendix A
External wall appendix A
Separating wall appendix A
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Sub-compartment wall appendix A
Energy
Carbon dioxide emissions 6.1.2
Creating rooms in roof space 6.B
Insulation envelope altered 6.2.8, 6.2.10
U-values 6.0.6, 6.2.1, 6.2.6, 6.2.11
Environment
Barrier for biomass fuel storage 3.23.4
Barrier for oil storage tank 3.23.1
Condensation 3.10.6, 3.15.4, 3.15.5
Conservatories and extensions 3.10.4
Flue-pipes through internal walls 3.18.5
Location of combustion appliances 3.19.5-3.19.8
Resistance to moisture from ground 3.4.5
Resistance to precipitation 3.10.1-3.10.5
Exceptions to exempted works 0.3.2 Schedule 1
Fire
Cavities 2.4.7
Escape routes 2.9.6
Junctions with separating walls or floors 2.2.10
Protected enclosures 2.9.21
Resistance to fire 2.B.Table
Separating protected zones in basements 2.9.23
Surface spread of flame 2.C.Table
Safety
LPG storage 4.11.2
Protective barriers 4.4.1
Small buildings structural guidance
Explanation of terms
Buttressing wall 1.A.3
Composite action 1.E.1
Lateral support 1.A.3
Load bearing wall 1.A.3
Pier 1.A.3
Supported wall 1.A.3
Masonry walls 1.D
Timber frame walls 1.E
Sound 5
Mass 5.1.0, 5.A.2
Structure, Disproportionate collapse 1.2.1, 1.2.4
Works not requiring warrant 0.5.2 Schedule 3
see also Cavity walls; Separating walls
Wardrobe space 3.11.1
Warm air ducts 6.4.1
Warm air heating
Controls 6.3.9, 6.3.10
Energy efficiency 6.3.5
Warm deck roofs 3.10.1, 3.10.7
Condensation 3.15.3
Warnings
Discharges 6.4.2
Smoke alarms 2.11.2
Unvented hot water storage systems 4.9.1
Warrants 0.2.1
Exceptions and conditions 0.5.1
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Obtained before work begins 0.1.3
Replication of performance 5.1.0
Small conservatories exempt 6.2.11
Waste chutes
Sound insulation 5.1.1
Works not requiring warrant 0.5.2 Schedule 3
Waste heat 6.1.2
Wastewater
Definition appendix A
Lifting plant 3.7.2
Wastewater drainage 3.7
Exempted works 0.3.2 Schedule 1
Solid waste storage 3.25.4
Works not requiring warrant 0.5.2 Schedule 3
Wastewater treatment systems
Exempted works 0.3.2 Schedule 1
Infiltration systems 3.9
Public systems 3.7.10
Treatment plants 3.8
Works not requiring warrant 0.5.2 Schedule 3
Water
Dungsteads and farm effluent tanks 3.26.1
Oil pollution 3.24.0
Relevant legislation 3.0.4
Wastewater infiltration systems 3.9.1
see also Ground water; Hot water; Surface water
Water conservation 3.6.0
Recycling 3.0.1
Water hydrants
Replacement not requiring warrant 0.5.2 Schedule 3
Vehicle access routes 2.12.2
Water service pipes and fire stopping 2.2.9
Water supply
Definition of building appendix A
Exempted works 0.3.2 Schedule 1
Fire service 2.0.4, 2.12.4
Fire suppression systems 2.15.1
Leaded solder fittings 3.12.0
Quality management 3.0.4
Waterless closets 3.12.2, 3.12.3
Disposal of solid waste products 3.9.3
Weatherboarding 3.10.5
Wheelchair users see Disabled people
Wind loads
Calculation 1.1.2
Definition appendix A
New building impacting on existing 1.1.5
Small buildings structural guidance 1.1.1
Maximum height 1.D.14
Timber frame walls 1.E.13, 1.E.15, 1.E.20
Window access systems 4.8.3
Windows
Energy
Building insulation envelope 6.2.2
Carbon dioxide emissions 6.1.2
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Compensatory approach - heat loss example 6.B.1
Draught stripping for conservatories 6.2.11
Thermal bridging and alterations 6.2.10
Trade-off for openings in the Elemental Method 6.C.1
U-value calculations 6.0.3, 6.2.1, 6.2.6, 6.2.11
U-values and alterations 6.2.8

Environment
Background ventilation 3.14.0, 3.14.5
Balanced ventilation with heat recovery 3.14.10
Conservatories over windows 3.14.7, 3.16.2
Heating recommendations 3.13.1
Natural lighting provision 3.16.1, 3.16.2

Fire
Escape 2.9.4
Escape stairs with opening windows 2.14.3

Safety
Access to manual controls 4.8.5
Cleaning 4.8.3,4.8.4
Protective barriers 4.4.2

Works not requiring warrant 0.5.2 Schedule 3

see also Rooflights

Work, Definition appendix A
Workmanship 0.8.3
Sound resisting construction 5.1.0





